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Substrate to form shallow basin 150mm below highway level

50mm mulch layer of 10mm @ Sandstone Aggregate

Highway
laid to falls

Kerb laid flush with highway to allow
surface water runoff to flow into swale

- Maxim depth of tree pit to be no more than 100mm below rootball

- Top of rootball to be level with surrounding soil
- Edge of rootball at least 250mm from edge of soiled pit

- Tree pit to be approximately: 2000 x 2000 x 900cm
adjacent to key services and highways if required.

- Size adjusted according to tree size
ReRoot 1000 Root Barrier to line side of pit

Tree Pit
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sandy silt loam
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70% crushed sandstone aggregate (200mm to sand)

20% composted green waste

10%
750mm of 'Grade A' as dug topsoil to BS 3882

100mm of Engineered Substrate:

—— 100mm base layer of 20mm & Clean Stone
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Ripped sub base to ensure
free drainage into sub soil
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Width of Swale 2m to 5m wide
according to road layout
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Watering inlet pipe

Footway
laid to falls

Kerb laid flush with footway to allow

Tree to be secured by underground tree guys
surface water runoff to flow into swal

3
S
S

N
G
KKK

S8
/\\;//\/

N
/\\;/

L
RN,
N
R,

A
N
7
N
7
N
7
N
7
N
K
N
K
Y
2

N
A
X
///\\
2
7
2
2
N
X
4
2
7
A

N
I,
NCAQ
X

N
7%

N
/\

RN

K

K
\\//\\\// /\\/;/\\\//\//\/\/\\\//\/\/V AR RF
REKEES N

7

o

2
N
RR

SO
A
KER
2 //\///\

2NN

AN NN
L LY s
SN,
NS \\//

N
R
2

G

N,

NN
X
KK



	Sheets and Views
	04


