
Notes
THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
ALL RELEVANT HDB, ARCHITECTS, SERVICE
ENGINEERS AND SUBCONTRACTOR DRAWINGS.

REVIEW ALL DRAWINGS AND REPORT ANY
DISCREPANCIES TO HDB PRIOR TO COMMENCEMENT.

DO NOT SCALE FROM THIS DRAWING. ALL DIMENSIONS
AND LEVELS INCLUDING ANY ABUTMENT TO EXISTING
STRUCTURES TO BE CHECKED ON SITE PRIOR TO
COMMENCEMENT.

WORK FROM FIGURED DIMENSIONS ONLY. DO NOT
SCALE FROM THIS DRAWING.

ALL DIMENSIONS IN MILLIMETRES AND LEVELS IN
METRES,  TO BE CHECKED ON SITE

NO DEVIATION FROM DETAILS SHOWN ON THIS
DRAWING IS ALLOWED WITHOUT HDB PRIOR
PERMISSION IN WRITING.

ALL WORK IS TO BE CARRIED OUT IN ACCORDANCE
WITH THE RELEVANT SPECIFICATIONS ISSUED BY HDB,
BRITISH STANDARD CODES OF PRACTICE, STATUTORY
REQUIREMENTS AND THE CONTRACT DOCUMENTS.
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