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INTRODUCTION

Author Information & Report Purpose

My name is Matthew Lally (FdSc) and | have created this Arboricultural
Method Statement to outline the required steps which must be
implemented to successfully retain the trees we wish to retain without
adversely affecting their safe useful life expectancy. The steps in this Method
Statement must be followed and if there is any misunderstanding or difficulty
with these steps then | must be contacted immediately to clarify any issues.

Failure to adhere to the recommendations outlined in this document could
result in tree decline or tree death which will mean a breach of planning
consent. The trees outlined for retention in this document are protected by
planning law and any tree loss and damage could result in prosecution.

GENERAL INFORMATION

Understanding Tree Roots and Damaging Factors

It is important to understand that the majority of the root system is within the
top 600mm of the soil extending radially for distances in excess of the Root
Protection Area (the Root protection Area is simply the minimal amount of
untouched root system deemed to be required for this tree to be
successfully retained). Beyond the main structural roots (close to the base of
the trunk), the root system rapidly sub-divides into smaller diameter roots: off
this main system, a mass of fine roots develops which are incredibly
important for the tree to be able to take up water and essential nutrients.

These very fine roots are easily damaged by a number of factors such as: -

a) Compaction of the ground, which reduces the space between sall
particles. This is particularly important on clay soils. A single passage by
heavy equipment on clay soils or storage of heavy materials can
cause significant damage.

b) Changing soil levels, even for a few weeks.

c) Covering the root area with impervious surfaces.

d) Arise in the level of the water table. Roots can tolerate submersion for
short periods. But a permanent rise will deplete the soil of oxygen.
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e) Stripping the topsoil, such works must be avoided until protective
fencing has been erected.

f) Pollution, such as cement washings & oils.

g) Excavations in the root protection area. Even shallow excavations can
cause damage and therefore must be avoided unless otherwise
stated in this document.

ETHOD STATEMENT

guence of Events

The following sequence of operations must be strictly adhered to in the
order stated. This section should be read in conjunction with the Tree
Removal Plan and the Tree Protection Plan in appendix I.

Site protection is divided into two distinct stages:

Phase 1: Focuses on establishing a robust exclusion zone to protect Root
Protection Areas (RPAs) specifically during the initial site clearance and
topsoil stripping operations.

Phase 2: Involves the removal of fencing around T9 to T12 to allow the
construction of the decking.

The required sequence is as follows:

1)
2)
3)
4)
5)

6)

7
8)
9)

Pre-commencement site meeting (See 3.2)

Tree pruning & removal (See 3.3)

Site briefing for personnel (See 3.4)

Installation of protective fencing & ground protection (See 3.5, 3.6)
Installation of cellular confinement system (3.7)

Steps 1 to 5 must be undertaken before any works begin onsite.
Implementation of development (See 3.8, 3.9)

Once the development has been completed, the protective fence
around the proposed decking area is to be removed so the creation of
the decking area can begin (See 3.10)

Total completion of development works

Removal of protective fencing and ground protection
Completion signed off

Pre-commencement Site Meeting

Pri

or to commencement of any site works or tree works, a meeting onsite

must take place including the site manager and an arboricultural
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consultant. This meeting will allow further discussion of the programme of
works, tree protective measures, locations of areas for storage/site
organisation and the agreement of any changes to the Arboricultural
Method Statement that may be required which will be formally updated
and approved as required.

3.3.
3.3.1.

Tree Works
Once the pre-commencement site meeting has taken place then the

following tree works must be undertaken by a qualified and insured tree

surgery

company.

Table 1. Table of tree works

Tree
No.
Tl
T2
T3

T4

T5
T6
T7

18

19

G10
T11
T12#

Proposed Works to

Species Facilitate Development
Elderberry No Works Required
Holly No Works Required
Sycamore No Works Required
Reduce crown on the
Holl northwestern side by 1m as
y outlined in the Tree
Removal Plan
Horse No Works Required
Chestnut q
Ash No Works Required
Cherry Remove

Reduce crown on the
eastern side by 1.7m as

el outlined in the Tree

OFIX Removal Plan. Crown lift to
4m
Reduce crown on the
Svcamore southeastern side by 1.2m
Y as outlined in the Tree
Removal Plan.
Holly No Works Required
Ash No Works Required
Griselinia No Works Required

Reason for Works

To facilitate the
construction of
the building and
erection of
scaffolding

To facilitate the
construction
To aid the
installation of
scaffolding, to
allow light into
the property and
reduce the
amount of crown
over the drive
To aid the
installation of
scaffolding and
aid the
construction of
the new property.

All tree works must be undertaken in line with BS3998:2010. Tree Work. Recommendations.
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Site Briefing

Once the tree works have been completed to the recommended
specifications and standards outlined in section 3.3, the site manager must
ensure that all personnel who are to be working on this site are made fully
aware of the constraints posed by the retained trees and that there are
measures in place to protect these trees. | recommend making sure that all
personnel have full access to the Arboricultural Method Statement and Tree
Protection Plan (TPP), keeping a hard copy of this in the site office would
also be advisable for reference.

Protective Fencing

Now that the site briefing has been completed, the protective fencing
should be erected in the positions laid out in the Tree Protection Plan which |
have made available in appendix I.

The fencing for this site must fully comply with BS 5837:2012 (Trees in Relation
to Construction - Recommendations), | have included an image of the
compliant fencing available in figure 1.

(8]
»

A\

Figure 1. Tree protection fencing (BS5837: 2012)
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3.5.3. The fencing should be strong and suitable for local conditions. It should also
take into account the degree of construction activity on the site.

3.5.4. The fencing should be at least 2.3m in height and should be erected with
both a vertical and horizontal scaffolding framework capable of
withstanding impact, with vertical tubes spaced at a maximum of 3m. This
should support weldmesh panels which should be securely fixed with wire or
scaffold clamps.

3.5.5. Notices must also be erected on the fencing stating, ‘Protected Area - No
operations within fenced area’. | have made an example of a notice sign
available in figure 2.

PROTECTIVE FENCING. THIS TREE "'::::‘;'{,':’:‘ BEEA
FENCING MUST BE e RN P et AGT WA
MAINTAINED IN ACCORDANCE e a
WITH THE APPROVED PLANS OMTRAVEMTION OF A TREK SRESSATION ORISR MAY
AND DRAWINGS FOR THIS CRAR TR E RO T
DEVELOPM ENT. ANY INCURSION INTO THE PROTECTED AREA MUST BE

Figure 2. Tree protection notice to be fixed to protective fencing

3.5.6. Once the fence has been erected it should never be crossed and particular
care should be taken not to store any materials or soil within the protected
area.
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3.6. Ground Protection (Special Measures)

3.6.1. The areas around T9 will need to be protected by ground protection
measures during Phase 2. The dimensions of the ground protection are
outlined in appendix IIl.

,__ Edge of RPA
4
yri
. Y

\ i Protective fending
if
ll o : l Ground undisturbed and
] A  protecedty geotedite
N fabric, and side butting
seaffold boardson a
Hl compressible layer
Y |
A\ e ]

£

i i [ANBRE
I w

Figure 3. Ground protection with scaffolding boards within the
RPA (taken from BS5837:2005)

3.6.2. For pedestrian access and the use of pedestrian-operated plant up to a
gross weight of 2 t, interlinked ground protection boards placed on top of a
compression-resistant layer (e.g. 150 mm depth of woodchip), laid onto a
geotextile membrane can be used as ground protection. | have made
available an image from BS5837:2005 showing the above description.
Heavier plant will require an engineered design solution based on
arboriculturist advice.

3.6.3. In this circumstance | would recommend interlinked plastic boards/ hard
boards or similar with a layer of wood chippings of at least 100mm deep. An
example of this type of ground protection can be seen in figure 4, courtesy
of Ground Guards (http://www.ground-quards.co.uk/solutions/tree-root-

protection/).
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Figure 4. Ground protection interlinked plastic boards with a layer of
wood chippings.

Cellular Confinement System
The use of a cellular confinement system will be employed to create the
drive that encroaches into the RPA of T8 without having adverse effects.

A cellular confinement system provides a load transfer mattress which
prevents direct loads on tree roots and reduces the bearing pressure on
subsoil’s by stabilising aggregate surfaces against rutting under wheel loads.
Figure 3 shows a side view of the cellular confinement system.

Retaining structure Infill slope void with HODPE geocell filled with

4/20 or 20440 aggregate 4/20 or 20/40 aggreg Base g ile (300g/m?* min.)

Top soil back fill at edge
nodeeperthan 250mm o L L e
in a tree root zone

Figure 5 A side view of a cellular confinement system courtesy Core LP (for more details visit
https://www.corelp.co.uk/core-tree-root-protection/)

Edging is not required for the stability of the cellular confinement system, but
it is necessary to retain the wearing course and the filing of incomplete cells
at the edge of a surface. Kerb stones set in concrete haunching’s dug into
the ground are typical edging for standard surfaces but this method of
installation is not suitable in this instance. An appropriate edging will be
selected such as peg and board edging.
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| have created the following methodology which lists the sequence of
operations in order, necessary to complete the hardstanding with the
minimum damage to the trees proposed for retention:

e Surface layer such as grass or gravel to be scraped off for levelling
purposes. This can be done either by hand or by very small machinery
to a maximum depth of 50mm.

e Spread a thin layer of 4/20 or 20/40 aggregate material over the
length of the proposed hardstanding area to fill any small rut and to
level area.

e Lay base geotextile material with at least 30cm overlaps. It is
recommended that the base geotextile is made of polypropylene or
polyester (min. 300g/m2) with a CBR puncture resistance of 4000N.

e Extend the cellular confinement systems over the area of the
proposed hardstanding.

e Fill the voids within the Geoweb with a 4/20 or 20/40 aggregate
material working into the voids. Help settlement of the stone by a
minimum of four passes of a smooth roller (max. weight of 1000kg/m
width without vibration), or alternatively by several passes with a
tracked excavator

¢ Install peg and board edge supports or other approved edging.

e Lay an upper layer of geotextile over the Cellular Confinement
System (Not required for tarmac/asphalt surfaces). The upper
geotextile is required for protecting the infill matrix; this can be of the
same thickness as the base layer or slightly thinner (100-300g/m?2)

e Construct finished permeable surface as required in line with
guidance illustrations below.

CORE TRP Panel filled with
CORE SubFlow 20 Aggregate

Edge restraint

Porous Block Paving

15-30mm Bedding Layer
of CORE SubFlow 6

CORETRP 10
Membrane

CORE TRP Geogrid

CORE TRP 30 Membrane

Existing Substrate
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Additional Precautions Outside Fenced Areas
Oill, bitumen, cement or other material likely to cause damage to the tree
will not be stacked or discharged within 10m of the trees stem or within the

protective area. Also, materials in general will not be stacked or discharged
within the exclusion zone.

Concrete mixing and washing will not be carried out within 10m of any
retained trees.

Fires will not be lit beneath the foliage or in a position where the flames
could extend to within 5m of the foliage, branches or trunk. If the fire is large,
then this may necessitate a distance of at least 20m.

Trees that are to be retained will not be used as anchorage for equipment.

Notice boards, telephone cables, or other services will not be attached to
any part of the retained tree.

Care should be taken when using cranes or other equipment near the
canopy of the retained trees. Also, any trees to be felled in proximity to the
retained trees should be done so with particular care.

Demolition adjacent to Trees & RPAs
During demolition, the following restrictions will apply:

= Where direct damage by falling masonry is likely, the tree should be
protected by exterior grade plywood sheets constructed around
the main stem.

< The main body of any mechanical excavator will operate outside the
RPA.

< Masonry will be pulled away from trees.

= When breaking masonry, a fine water spray will be used to minimise
dust particles if it is likely to cover leaves.

= Excessive dust particles on trees will be removed each day by
spraying with water.

= Hard surfaces should be kept in place for as long as possible during
construction works in order to prevent soil compaction in the RPA.
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Phase 2. Construction of Decking Area.
Once the building phase has been completed and all other works have

been completed, the protective fencing around T9 to T12 can be removed
and the decking will be constructed within the RPAs of these trees.

3.10.2. The decking will be constructed above ground level and requires minimal

3.11.
3.11.1.

3.11.2.

3.11.3.

excavation for the installation of support posts. The following conditions will
be adhered to during construction:

¢ Design Flexibility: A decking design shall be selected that allows for
flexibility in the spacing between support posts, ensuring they can
be positioned to avoid any significant roots (Roots greater than
2.5cm).

¢ Hand-Excavation: Trial holes will be dug by hand at each proposed
post location to ensure no major structural roots are severed.

e Root Contingency: Should major structural roots be encountered
during excavation, work on that specific hole must cease
immediately. The trial hole shall be backfilled with suitable topsoill,
and an alternative location identified for the support post that
complies with the above design flexibility.

Site Monitoring

An auditable system of site monitoring shall be established to guide
contractors on site, ensure that tree protection measures are implemented
and adhered to, and also to demonstrate to the LPA that any planning
conditions have been met.

This includes site visits by an arboricultural consultant (as appointed by the
developer) to confirm the correct installation of the protective fencing, to
oversee sensitive elements of works within the RPA of retained trees and sign

off the site when the works are complete before fencing can be removed.

A site visit schedule has been made available in appendix Il
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. Pre-commencement site
Site )
meeting
See Tree pruning & removal sign
section P goff 9
3.3
Installation of protective
Site fencing and ground protection
sign off
Installation of cellular
T8 . .
confinement system sign off
Completion of Construction
T9 G10 Removal of fencing around T9
; i to T12 and construction of
T11,T12 . .
decking area sign off.
Removal of protective fencing
Site and sign off from Project
Arboriculturist
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