3G SYNTHETIC PITCH

FLAT TOP EDGING AS PER
ENGINEERS SPECIFICATION —————— FORMAVOID 100 (F1001) FILLED WITH TYPE 3

FORMALINER LIGHT DUTY ATTENUATION
MEMBRANE (F3002)
LAID ON
FORMATEX 300 GEOTEXTILE (F2001)
MIN. 150mm LAPS TAPE JOINTED USING F3020
FORMALINER JOINTING TAPE

! 60 3G SYNTHETIC TURF C/W SBR & SAND INFILL
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2G SYNTHETIC PITCH

FLAT TOP EDGING AS PER
ENGINEERS SPECIFICATION

FORMAVOID 100 (F1001) FILLED WITH TYPE 3

FORMALINER LIGHT DUTY ATTENUATION
MEMBRANE (F3002)
LAID ON
FORMATEX 300 GEOTEXTILE (F2001)
MIN. 150mm LAPS TAPE JOINTED USING F3020
FORMALINER JOINTING TAPE
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FLAT TOP EDGING AS PER
ENGINEERS SPECIFICATION

FORMAVOID 100 (F1001) FILLED WITH TYPE 3

FORMALINER LIGHT DUTY ATTENUATION
MEMBRANE (F3002)
LAID ON
FORMATEX 300 GEOTEXTILE (F2001)
MIN. 150mm LAPS TAPE JOINTED USING F3020
FORMALINER JOINTING TAPE

125 SURFACE AND BINDER
770707 140 COURSES (PERMEABLE)

100 TYPE 3 SUBBASE
265mm

100 FORMAVOID

3G SYNTHETIC PITCH CHECK DAM

FORMA CHECK DAM (F6001) SEALED TO BASE
FORMALINER (MIN 756mm LAP)

FORMAVOID 100 (F1001) FILLED WITH TYPE 3

FORMALINER LIGHT DUTY ATTENUATION
MEMBRANE (F3002)
LAID ON
FORMATEX 300 GEOTEXTILE (F2001)
MIN. 150mm LAPS TAPE JOINTED USING F3020
FORMALINER JOINTING TAPE
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3G SYNTHETIC PITCH VERTICAL OUTLET GRATE

TOP OF F3023 SET MINIMUM 10mm BELOW
FORMATION TO AVOID STANDING WATER

FORMAVOID 100 (F1001) FILLED WITH TYPE 3

FORMALINER LIGHT DUTY ATTENUATION
MEMBRANE (F3002)

LAID ON

FORMATEX 300 GEOTEXTILE (F2001)

MIN. 150mm LAPS TAPE JOINTED USING F3020
FORMALINER JOINTING TAPE

. 60 3G SYNTHETIC TURF C/W SBR & SAND INFILL
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—— FORMALINER 150 FORMATION INLET OUTLET GRATE (F3023)
MINIMUM 150mm THICK CONCRETE SURROUND; MIN. C30

PIPE BEDDING DETAILS NON TRAFFICKED AREA

PROPOSED FINISHED LEVEL

BUILD UP AS CONSTRUCTION

SECTION DETAILS.
FORMATION LEVEL

COMPACTED GRANULAR SUBBASE OR
SUITABLE AS DUG MATERIAL.

o
100MM THICK 4/14MM CLEAN CRUSHED
ROCK GRANULAR BED AND SURROUND.
C05(12/03/2026 |3g Amended to ECA| BS
Clients Requirements
C04|24/02/2026 |3g Amended to ECA| BS
Clients Requirements
C03(12/12/2025 |3G Sections build-up HH | BS
C02]06/11/2025 | Outlet/inlet amend HH | BS
C01(21/10/2025 | Construction Issue HH | BS
P01 {11/07/2025 |Initial i HH | B
Sel Environmental Ltd Client: Morgan Sindall Group RO /OD/ 025 {Initia I_SSlf'e B S
Canal House ev ate Description y | Chk
Bonsall Street
Blackburn Project Ref: FS1013 Scale 1:10 | Status A4 | Size | A1
BB2 4DD 2203670 Drawing Number| FS1013-SEL-EX-XX-D-SC-5002
Tel: 01254 589987 Status: For Construction Client Ref: n/a
www.selel.co.uk
S e l- E nVI ro n m e n t a l Description: Generic pitch sections showing build-up, perimeter kerbing, vertical outlet grate and
check dam details
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