
EX / 75.21m

EX / 74.3m

EX / 74.29m

EX / 74.37m

EX / 74.23m

EX / 73.21m

EX / 71.42m

EX / 71.58m

EX / 71.38m

EX / 71.33m

EX / 70.84m

EX / 70.72m

EX / 70.65m

EX / 71.5m

EX / 71.86m

EX / 71.31m

+ 72.359m

+ 71m

+ 73.03m

+ 74.008m

03. FORMADAPTER 150mm
VERTICAL OUTLET

GRATE (F3023)

SWFC7
FORMAFLO 500

FLOW CONTROL
(F5003)

CL:71.709
IL:71.060

FLOW: 0.15 L/s

SWFC8
FORMAFLO 500

FLOW CONTROL
(F5003)

CL:71.527
IL:70.897

FLOW: 0.44 L/s

SWFC11
FORMAFLO 500

FLOW CONTROL
(F5003)

CL:71.038
IL:70.408

FLOW: 0.59 L/s

SWFC15
FORMAFLO 500

FLOW CONTROL
(F5003)

CL:70.725
IL:70.122

 FLOW: 0.35 L/s

CATCH PIT

SWFC10
FORMAFLO 500

FLOW CONTROL
(F5003)

CL:71.201
IL:70.571

FLOW: 0.59 L/s

SWFC9
FORMAFLO 500

FLOW CONTROL
(F5003)

CL:71.364
IL:70.734

FLOW: 0.59 L/s

SWFC12
FORMAFLO 500

FLOW CONTROL
(F5003)

CL:70.875
IL:70.245

FLOW: 0.45 L/s

SWFC13
FORMAFLO 500

FLOW CONTROL
(F5003)

CL:70.712
IL:70.082

FLOW: 0.15 L/s

01. FORMADAPTER 150mm
VERTICAL OUTLET

GRATE (F3023)

09. FORMADAPTER 150mm
VERTICAL OUTLET

GRATE (F3023)

SWFC14
FORMAFLO 500

FLOW CONTROL
(F5003)

CL:70.888
IL:70.285

FLOW: 0.07 L/s

SWFC16
FORMAFLO 500

02. FORMADAPTER 150mm
VERTICAL OUTLET

GRATE (F3023)

04. FORMADAPTER 150mm
VERTICAL OUTLET

GRATE (F3023)

05. FORMADAPTER 150mm
VERTICAL OUTLET

GRATE (F3023)

06. FORMADAPTER 150mm
VERTICAL OUTLET

GRATE (F3023)

07. FORMADAPTER 150mm
VERTICAL OUTLET

GRATE (F3023)

08. FORMADAPTER 150mm
VERTICAL OUTLET

GRATE (F3023)

10. FORMADAPTER 150mm
VERTICAL OUTLET

GRATE (F3023)

11. FORMADAPTER 150mm
VERTICAL OUTLET

S4.00
S3G PITCH OUTLETCHAMBER
DESIGN FLOW: 3.0 l/sCL:70.480
IL:69.807

CHECKDAM

FL= 71.527

CHECKDAM

FL= 71.364

CHECKDAM

FL= 71.201

CHECKDAM

FL= 71.038

CHECKDAM

FL= 70.875

CHECKDAM

FL= 70.712

CHECKDAM

FL= 70.549

CHECKDAM
FL VARIES

CHECKDAM

FL= 71.690

70.706

70.694

70.711

70.988

71.037

71.527

71.853

LEGEND

SEL PROPOSED DRAINAGE
160mm Ø PIPES UNLESS NOTED OTHERWISE

RENAISSANCE DRAINAGE

FORMAVOID EXTENTS

CATCHMENT BOUNDARIES
AND CHECKDAMS

NOTES

For SEL drainage in non-trafficked areas use 150mm thick
10/14MM clean crushed rock granular bed and surround to
pipes and chambers. Use a concrete bed and surround to

drainage pipes and chambers for trafficked areas.

Sel Environmental Ltd
Canal House
Bonsall Street
Blackburn
BB2 4DD

Tel: 01254 589987
www.selel.co.uk

Sel Environmental
Real Innovation.
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Detailed plans showing Formavoid Extent, Check Dams and Drainage pipes
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