
Flat roof to be constructed in
single layer rubber
waterproof top layer, 18mm
ply, 200x50mm C16 timber
roof joists at 400mm
centres.
150mm Quinn Therm QR
insulation between joists,
underdraw joists with
vapour control layer then
with 30mm Quinn Therm QL
Kraft insulated plasterboard.
Fall of roof to be min. 1.5°
towards new rear gutter.

New glazed flat roof
windows to have a minimum
150mm upstand and
waterproofing dressed down
from rooflight over
waterproofing of roof.
Glazed rooflight to be fitted
to manufacturers
instructions.
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Abutment of new roof and
existing gable to have min.
150mm Code 4 lead
flashing with remedial cavity
tray inserted into existing
cavity.

First Floor Area Not
Fully Surveyed

Bedroom
Broken lines indicate
existing stud wall to be
removed and new stud wall
built to create larger
bathroom.

New drains to bathroom to
connect into existing soil
pipe.

Extended
Bathroom

Shower

Towels/
Linen

Bath
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10 Brookmoor Road, Prestwich

Conway Architectural Design shall have no
responsibility for any use made of this document other
than for that which it was prepared and issued.
This drawing should not be scaled. Work to figured
dimensions only.
All dimensions and levels to be checked on site.
No building work is to be started until all relevant
approvals are in place.
Any discrepancies should be reported to Conway
Architectural Design.
This drawing should not be reproduced without written
permission from Conway Architectural Design.
Standard Building Regs Notes are to be provided by
Conway Architectural Design prior to a building regs
application being submitted.
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