The proposed 1¢t floor elevation
Is to be stepped back 1200mm
From the existing front elevation.
Brickwork to match existing.

Window is to be re-roofed and

Proposed garage. New roof tiles to

The roof above the existing front bay
Continue across and above the new

match existing flat concrete roof tiles.
Colour to match existing. The roof tiles
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The existing verge of the front, rear & new side
roof elevations to project 200mm further than
the finished brickwork elevations. Manthorpe
SmartVerge PVCu & Roll-Out Dry Fix Ridge
systems to be installed in accordance to
manufacturers instructions. Colour — Brown.
PVCu facsia board, colour - Brown. Sloping
soffits, undercloaking, colour - White.
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PROPOSED ROOF PLAN
NOTES: PLANNING ISSUE

This drawing is solely for the purpose of achieving Planning and Building
Regulation approvals only and should not be classified as an actual

construction drawing. Do not scale from this drawing. All dimensions are to be
checked on site prior to construction, manufacture of any components and
ordering of materials and equipment. Any discrepencies are to be reported to the
Architect for clarification. All materials and workmanship to be in accordance
with the current Building Regulations, British Standards and Codes of Practice.
This drawing is to be read in conjunction with all relevant Architectural, Structural
Engineers, Mechanical Engineers, Electrical Engineers and Specialists drawings
and specifications.

Construction Design and Management Regulations :

All domestic developments including new build and or refurbishment

(excluding self build) and any demolition works are to managed in

accordance with the requirements of the current Construction Design

and Managements Regulations and current Health and Safety at Work

Act. Materials heavier than 20kg must must not be manually lifted

and must be transported / lifted / positioned by mechanical plant /

Materials and Workmanship :

All materials must comply with British Standards or
European Standards, Product Certification Schemes,
Quality Assurance Schemes, British Board of
Agrement Certificates, Construction Product
Directives and Local Authority National Type
Approvals. All materials should be fixed in strict
accordance with manufacturers details and
workmanship must be in strict accordance with BS
8000 : Workmanship on Building Sites : Parts : 1 to
16. Where materials, products and workmanship
are not fully specified or described, they are to be
suitable for the purpose stated or inferred and in
accordance with recognised good practice.

Building Regulations :

All work must comply with the current Building Regulations and the
technical design and constructional requirements of the current
Approved Documents. The person carrying out the building works is to
liaise with and meet the requirements of the LA Building Control /
Certifying Body giving Required notices of stages of works as required
by the Building Regulations including :

1. Inspection of existing foundations / lintels where required to check
suitability to support new storey loadings.

2. Foundation excavations before any concrete is laid.

3. Oversite covering to ground floors before any concrete is laid.

4. Foul and surface water drainage before any pipes are covered over.
5. Structural timbers - upper storey floor joists/beams and roof
structure before any coverings are fixed.

6.Completion of building prior to occupation.
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