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Notes
1)  Figured dimensions to be taken.
Do not scale dimensions.  Contractors
must verify all dimensions on site
before preparing shop drawings or
commencing any work.
2) Copyright   .  This drawing must not
be reproduced without the permission
of Proffitts CIC
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Site Storage
geotextile membrane/boards to be laid over

grassed area at the entrance to create
space for a 20x8ft container (though likely

to be 12x8 ft) and an area for delivery of
materials (predominantly locally sourced

hardcore).
This area will be reinstated upon completion

Alternative entrance point
The pink hatched area was the alternative

temporary access to the site - shown at 5m wide at
the entrance from Chapel Street, and 3m wide

along the length. The angles are too tight to
accommodate site vehicles and the level change is

2500mm. The quantity of material required to fill
this area would require a significant number of
additional vehicular movements to import the

stone and muckaway at project completion

v1 - changes to vehicular access04.02.26
v2 - detail re signage06.02.26

Vehicular Entrance
existing pedestrian entrance to be widened
to give 5m opening for safe vehicular
access. This includes the removal of a 2m
section of wall and the creation of a hard
standing to allow vehicles to deliver
materials safely (reversing in with
banksmen and driving straight out)

Site Storage
geotextile membrane/boards to be laid over
grassed area at the entrance to create
space for a 20 ft container and an area for
delivery of materials (predominantly locally
sourced hardcore).
This area will be reinstated upon
completion

A - view towards existing site
entrance from Holcombe Road
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B - view south towards existing site entrance
from Chapel Street (adjacent to stepped

pedestrian site entrance)

B

views from Chapel Street looking
north into the gardens, showing

the change in heights between the
highway and gardens

location of construction signage

location of construction signage
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Brook Crossing
The proposals are to line the existing concrete base
of the brook with a membrane and use heavy duty

pipes spanning the width of the brook to allow
vehicles to travel over the brook to access the

wider site, whilst ensuring no blockage to the flow
of water. Vehicular movements to be restricted.
All materials to be removed and area reinstated

upon completion

20m


	Sheets and Views
	Model


