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Make good to neighbours
steps and patio following

excavation and

construction. Agrement to

be obtained.

No encroachment on
neighbours land with
foundations or gutter

line 45 degrees from ™
centre of window to miss
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Proposed Ground Floor Plan

TIMBER CLAD SUN ROOM

New 100 hr PVC R/W gutters connected
into new 63 dia PVC R/W pipes as shown.

Double glazed UPVC lantern
roof light with openers

Existing LH Side Elevation

750x1000 roof light
suitable for flat roof

1200x2100 DG
UPVC door

)

Existing Front Elevation

Existing RH Side Elevation

Render to walls and slates/tiles colour and style to match as
close as possible to existing, to sat. Planners and Client. Colour
and style of timber cladding to be agreed with Planners
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Grey slate roof to match existing
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Grey slate roof to match existing

Opening lights to be greater than 1/20th floor
area. Trickle ventilation equal to 10000mm?2.

150 dia. S & VP to extend 900mm above roof. S & VP
to have cage at top. Replace existing if necessary

New 100 hr PVC R/W gutters connected into new 63 dia PVC

R/W pipes as shown. Discharges water from existing roof and
new valley and is to replace existing R/W gutter and pipe
Side elevation to to parapet wall
with copping stone on top

450 x 2035 UPVC DG high
level opaque window

Render to rear side of garden room
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Proposed LH Side Elevation

1025x1550 UPVC triple glazed window

(u-value 0.8). Remove stone cill and make good

New 100 hr PVC R/W gutters connected

into new 63 dia PVC R/W pipes and to

discharge onto lower roof as shown

New 100 hr PVC R/W gutters connected into new
63 dia PVC R/W pipes as shown. Discharges
water from existing roof and new valley and is to
replace existing R/W gutter and pipe

New 100 hr PVC R/W gutters connected into — |

existing R/W gutter to discharge onto lower lobby
roof and into new 63 dia UPVC pipe (on side)

1050x1360 UPVC triple
glazed window (u-value 0.8)

6250 max

3800 max / ,
3500 max

Proposed Front Elevation

1025x2645 UPVC triple
glazed bay style window
(u-value 0.8)

2no. Existing roof lights to remain

2082 (or to match existing height)

|~ 1mno. 780x1600 DG timber velux roof light

x 4420 approx timber glazed
double French doors with central
panel (u-value 0.8)

Proposed Rear Elevation Y - Y

Proposed RH Side Elevation

This drawing is the copyright of I. L. Bainbridge Ltd and should not be reproduced without written permission.

Roof fall towards lobby roof (1:60)

1600 max

Concrete roof tiles to match
existing lower roof

400 deep timber fascia
to Sun Room

Timber cladding surround
to doors (style and colour
to Clients to be agreed
with Client)
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Existing Rear Elevation

1025%1550 UPVC triple
glazed window (u-value 0.8)

glazed window (u-value 0.8)

1050x1360 UPVC triple \

New 100 hr PVC R/W gutters to
discharge onto lobby roof

1025x2645 UPVC triple
glazed bay style window
(u-value 0.8)

7~ 1 no. 780x1600 timber DG
velux roof light

I Existing roof lights to remain

Render to existing masonry

2082 (or to match existing height)
x 4420 approx timber triple glazed
double French doors with central
panel (u-value 0.8)

2400 x 3090 timber DG windows
with central opening door

Proposed Rear Elevation X - X
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SCALE 1:100 at A1

Rev B

High level window added to utility room

11.10.202:

Rev A

Scheme amended including internal alterations, layout
and elevations to sun room, rear GF elevation
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Existing and Proposed Elevations and Floor Plans

Proposed Garden Room, Rear and Side Extensions
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