
1
0
8
.
9
3

1
0
9
.
5
9

1
1
0
.
2
5

1
1
1
.
0
1

1
1
0
.
5
7

1
0
9
.
9
2

1
0
9
.
2
0

1
0
8
.
6
3

G

108.68

G

110.53

BT

BT

BT

LP

108.82

1

0

8

.
5

1

0

9

.

5

1
0
9
.
5

1
0
8
.
5

1
0
9
.
0

109.0

1

0

8

.

5

1

0

9

.
0

BUSHES

BUSHES

1

2

3

4

5

6

7

8

9

10

12

23

24

25

26

30

31

32

69

70

71

72

73

74

75

29

28

Bin

Store

33

34

35

36

37

11

13

22

38

14

15

20

21

16

17

19

18

76

77

78

D

I
A

G

.
 
1

0

0

4

D

I
A

G

.
 
1

0

1

8

.
1

D

I
A

G

.
 
1

0

1

8

.
1

D

I
A

G

.
 
1

0

0

3

A

D

I
A

G

.
 
1

0

0

9

D

I
A

G

.
 
1

0

2

3

A

T

S

0

2

T

S

0

1

Linear Markings Schedule

Line Type

Width of lines

Length Of

Marking

Length Of Gap

Approximate

Quantity (m)

Colour Remarks

1004 0.1 4 2 28 white

1003A 0.2 0.6 0.3 11 white

1009A 0.1 0.6 0.3 11 white

Symbol Markings Schedule

Symbol Symbol preview Description

Size Remarks

1023A

Give Way Roadmarking 3750mm

Road Markings Schedules

1018.1 0.1
Continuous

- 28 white

Material

Scheme Ref.

Background

Border

Letter colour

Ref.

SIGN FACE

Width

Height

Area

x-heightSign TS01 & TS02

Radcliffe Moor Road

25.0

BLACK

YELLOW

BLACK

Class RA2 (12899-1:2007) 0.05 m²

160 mm

325 mm

POST(S) & FOUNDATIONS

Earth Cover

Length

Mounting Height

Number

Foundation Depth

Foundation Width

Foundation Length

Foundation Volume

Post Type

further post info

Post Shape

Post Size

Centres

Illumination

Scheme Reference

Description

Post Manufacturer

Post  Model

Proposal Name

Author

Proposal Reference

No. of Foundations

Foundation Material Reinforcement

Environ Name

Wind Class Wind Load

Validated

1

Total = 3027.5mm,  above ground = 2378mm

-

No

300.0mm

300.0mm

600.0mm

0.054m³

150.0mm

TS01 & TS02

OS

Radcliffe Moor Road

Radcliffe Moor Road

(Unspecified)

Steel Rectangular Post/GenericS235RHS

Steel/S235;S235J2H;A283D

Rectangle

40.0mm x 60.0mm x 3.0mm thickness.

2300mm

1

England within 5 km Yes

BSEN1991 631 N/m²

N
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     IMPORTANT CDM / H&S NOTE
THE DESIGNERS WOULD DRAW THE READER'S ATTENTION TO KEY RESIDUAL

CONSTRUCTION HEALTH AND SAFETY HAZARDS THAT HAVE NOT BEEN
ELIMINATED FROM DESIGNS SHOWN ON THE DRAWINGS BY THE DESIGN

PROCESS. THESE HAZARDS ARE IDENTIFIED BELOW:

HR REF HAZARD

1 SERVICES KNOWN AND UNKNOWN

2 CONTACT WITH MOVING PLANT (APPLIES TO WHOLE SITE)

3 INTERFACE WITH PUBLIC HIGHWAY TRAFFIC (APPLIES TO WHOLE
SITE)

4 PRESENCE OF HIGH VOLTAGE CABLE (11Kv)

ANY CONSTRUCTION PERSONNEL INCLUDING OPERATIVES INTENDING TO
CONSTRUCT THE DESIGNS SHOWN ON THIS DRAWING SHOULD ENSURE THAT
THEY HAVE BEEN THOROUGHLY BRIEFED BY THE PRINCIPAL CONTRACTOR ON
ALL HEALTH AND SAFETY MATTERS AND HAVE SIGHT OF:
- THE FULL DESIGNERS AND CONTRACTORS HAZARD AND RISK
  ASSESSMENTS AND RISK REGISTERS.
- THE DEVELOPED CONSTRUCTION PHASE HEALTH AND SAFETY PLAN
- THE CONTRACTORS CONSTRUCTION METHOD STATEMENTS.

###

!

4

!

1

!

NOTES:

1. THIS DRAWING SHOULD NOT BE SCALED AND ONLY USED FOR ITS INTENDED PURPOSE.

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL OTHER RELEVANT

DRAWINGS.

2. UNTIL TECHNICAL APPROVAL HAS BEEN OBTAINED FROM BURY COUNCIL, IT SHOULD BE

UNDERSTOOD THAT ALL DRAWINGS ARE PRELIMINARY, SUBJECT TO CHANGE AND NOT

FOR CONSTRUCTION. SHOULD THE CONTRACTOR COMMENCE SITE WORK PRIOR TO

APPROVAL BEING GIVEN, IT IS ENTIRELY AT THEIR OWN RISK.

3. ALL SCREED THERMOPLASTIC, EXTRUDED THERMOPLASTIC AND SOLID GLASS BEAD

MATERIALS SHALL HAVE A CURRENTLY VALID PRODUCT CERTIFICATE ISSUED UNDER

THE KITEMARK SCHEME.

4. ALL NEW SIGN PLATES TO BE MANUFACTURED IN ACCORDANCE WITH BS EN

12899-1:2007

5. LOCATION OF SIGNS IS INDICATIVE ONLY, EXACT LOCATION TO BE AGREED ON SITE

WITH BURY COUNCIL.

6. ALL PERMANENT WHITE ROAD MARKINGS SHALL BE OF APPLIED THERMOPLASTIC

SCREED MATERIAL TO BS 3262.

7. APPLIED SCREED MARKINGS SHALL BE LAID 3MM THICK AND A MINIMUM OF 2MM. THIS

THICKNESS IS EXCLUSIVE OF SURFACE APPLIED SOLID GLASS BEADS. THE METHOD OF

THICKNESS MEASUREMENTS SHALL BE IN ACCORDANCE WITH BS EN 1436.

8. THE MANUFACTURER OF THE SIGNS IS RESPONSIBLE FOR CE MARKING THE COMPLETE

ASSEMBLY IN ACCORDANCE WITH BS EN 12899-1:2007.

9. ALL REDUNDANT MARKINGS TO BE REMOVED IN ACCORDANCE WITH SUB-CLAUSE

1212.18 OF THE SHW.

10. PRIOR TO PLACING ROAD MARKINGS, THE CONTRACTOR MUST ENSURE THAT PROPOSED

MARKINGS WILL TIE IN WITH EXISTING ROAD MARKINGS.

11. NEW TEMPORARY SIGNS TO DIAGRAM 7014 (NEW ROAD LAYOUT AHEAD) TO BE

PROVIDED ON ALL APPROACH ROADS. EXACT LOCATION TO BE AGREED WITH BURY

COUNCIL. SIGNS TO BE TAKEN DOWN BY CONTRACTOR AFTER 3 MONTHS OF THE

COMPLETION OF THE WORKS.

12. SIGN POSTS TO BE STEEL POST WITH PLASTIC TOPS AND BE HOT DIPPED GALVANISED

COATED IN ACCORDANCE WITH BS EN ISO 1461:1999.

13. POST FOUNDATIONS TO BE CONCRETE GRADE ST2.

14. ALL SIGNS TO BE INSTALLED WITH A MINIMUM 450MM CLEAR OFFSET FROM

THE CARRIAGEWAY EDGE. POSTS IN FOOTWAYS ARE TO BE LOCATED ONLY

WITHIN THE FOLLOWING BANDS:

14.1 450-750MM FROM FRONT OF FOOTWAY

14.2 WITHIN 450MM OF THE BACK OF FOOTWAY

15.   ALL SIGN POSITIONING TO BE CONFIRMED WITH BURY COUNCIL

KEY:

LIMIT OF WORKS

ADOPTED HIGHWAY EXTENT
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