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As with all construction projects the CDM 2015 regulations apply and

the work on this project may require both the issue of a notification to
extg outdoor —‘ teaching the HSE (because of the durationof the works on site) and the client

classroom room may also need to appoint a Principal Dgsigner because there may be
more than one contractor working on site.

’j_/ The Principal Designer will be able to coorinate the pre-construction
1 1 information and also ensure that all duty holders under CDM comply

7 with their relevant duties.
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The building owner is to serve a Party Wall Act Notice as applicable

to adjoining property owners as outlined in TheParty Wall Act 1996
The Building Contactor is to verify the thickness of the party walls prior
to commencement of the proposed works.

The Construction Design and Management Regulations 2015 apply to
Domestic Projects and where the Domestic Client will need to appoint a
Principal Designer and a Principal Contractor.

Equilibrium Architects Ltd have been appointed to provide designs and
drawings for Planning application and Building Regulations purposes
only and will generally not be involved during the on-site construction
works (unless this is specifically required by the client under a written
appointment). Therefore, unless Equilibrium have been appointed as
Principal Designer for the project, our advice and guidance is limited to
our involvement at Pre Construction stage, where we have taken every
opportunity to eliminate risks and hazards (as far as it is practicable to
do so) within consideration of the proposed design for the works.

The significant risks (that the Principal Contractor needs to be aware of
at Pre Construction stage) include: excavations within the ground
(sometimes deep and often directly adjacent existing structures and
including live drains and possibly buried electrical cables and gas
pipes), working on / or directly adjacent above ground live services (240

takg down 21m Of 1500 high metal volt electrical circuits and incoming gas main) and where temporary

railings & 1no. single metal gate works are required when forming new openings within masonry walls,
or where walls are being removed to open up spaces and where there

new 2400 high x 21m weld mesh fencing are walls and floors above which can often comprise significant loads.

Temporary structural works need to be carefully considered prior to any
start of the works on site and where necessary these works need to be

new 2400mm high x 1200 wide single designed by a structural engineer.
weld mesh pedestrian gate

The Principal Contractor must:

e Plan, manage and monitor and coordinate all health and safety
matters to ensure that, so far as is reasonably practicable,
construction work is carried out without risks to health and safety.

o Consider the General Principles of Prevention when: design,
technical and organisational aspects are being decided when
planning the work and when estimating the period of time
required to complete the work.

o Prepare a suitable Construction Phase Plan before the
Construction phase begins (and follow it).

o Organise cooperation between Contractors and coordinate
implementation of all applicable legal requirements for health and
safety.

o Ensure that employers consistently apply the General Principles
of Prevention (especially Part 4 of the Health and Safety at Work
Act), including: adequately maintain equipment and other
systems to ensure their safety, provide all necessary training and
information to carry out the work processes safely, provide a safe
place to work and working environment, develop a health and
safety policy and undertake risk assessments.
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Take down 21m of 1500 high metal
railings & 2no. single metal gates

new 2400 high x 21m weld mesh fencing

new 2400mm high x 1200 wide single weld
mesh pedestrian gate

new 2400mm high x 1500 wide single weld
mesh pedestrian gate

CLIENT

St Hilda's CE Primary School, Whittaker Lane,
Prestwich, M25 1HA

PROJECT

Fence Replacement Works

junior classroom

jumior classroom
Take down 20m of 1800 high metal railings, Jamor ¢lassrog

1no. single metal gate
1no. metal double gates

new 2400 high x 20m weld mesh fencing
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Proposed Site Plan
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new 2400mm high x 1200 wide single weld
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new 2400mm high x 3000 wide double
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weld mesh fencing with cranked supports to ED-0075-06

boundary with 14 Park Street
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