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GENERAL NOTES

Prior to commencement of works contractor to 
carry out full structural and drainage investigations
to confirm;

-load bearing properties of building to allow changes to the layout
-drainage runs, invert depths and condition to allow adjustments to
drainage for new layout.

-Contractor to liaise with approved building inspector prior to 
commencment of works

Provide suitable mechanical extractor ventilation to, bathrooms and 
kitchen areas to approved document requirements.

Provide interlinked smoke and heat detection to areas as identifed.

Structural Engineer to provide calculations to enable structural 
changes to the building.

All habitable room doors and entrance doors off communal spaces 
are to be fire rated door sets to APD requirements, with test certificates 
fitted to manufacturers requirements.
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Interlinked Smoke
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Interlinked Smoke 
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Internal leaf rebuilt as required
with insulation applied within cavity.
Where necessary walls lined internally
with insulated plasterboard

4no. Steel beams to structural 
engineers calculations to allow 
refitting of second floor

New soil and vent pipe 
for kitchen services

New structural ridge beam 
over to SE designs

Alterations to existing roof including new ridge 
beam to allow removal of existing chimney and 
walls

New beam over to form 
opening to SE designs

4no. Steel beams to structural 
engineers calculations to allow 
refitting of second floor

New soil and vent pipe 
for kitchen services

Single skin studwork walls
within apartments for internal 
divisions

Form new opening
remove staircase 
and infill floor

Change to Obscure 
Glass

Beam to run full width of building
to pick up dormer construction
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First floor soil 
pipe boxed in

First floor soil 
pipe boxed in

Interlinked Smoke 
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Soil pipe fitted with 
air admittance valve
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New beam over to form 
opening to SE designs

Form new doorwayBlock up opening

Form new doorway

Remove door and 
infill opening

Change window to 
an obscure unit

Remove chimney
breast

Floors raised to match 
former cleaner room level

Investigate and remove 
existing wall beams subject to 
engineers designs

Cooker hood to 
expell externally
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Address: 6 Dale Lee,
Westhoughton,
Bolton, 
BL5 3YE

Website: www.shwilkinson.co.uk
Email: scott@shwilkinson.co.uk
Tel: 01942 538 533
Mob: 07809 373 066
Notes: Notes: Do not scale, use figured dimensions only. All dimensions to be verified on site. prior to the commencement 

of any work or the production of any shop drawing. All discrepancies to be reported to the Architect. 
© Copyright In this drawing Is vested In SHWilkinson Architects Limited.
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Proposed First Floor


