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C 27/05/26 JSD  LAYOUT AND LEVELS UPDATED.

B 17/02/26 JSD  LAYOUT AND LEVELS UPDATED.

A 30/10/25 JSD | LAYOUT UPDATED (WATER BUTTS ADDED).
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SECTION THROUGH FLAG ON EDGE

(MAX 450mm RETAINED HEIGHT)

GARAGE

FFL 123.050]/ /

PLOT 7 LIG
FFL 123.250

FFL 124.150

TPLOT 2LIG |

PLOT 8 LAN
FFL 123.550

GARAGE
FFL 123.400

PLOT 1 RIV
FFL 124.650

2.0m WIDE
PUBLIC
FOOTPATH

1235.400

PLOT 9 LAN
FFL 123.950

GARAGE
FFL 123.800] -

PLOT 10 LIG|

FFL 123.950

125.800

PLOT 11 LIG
FFL 124.100

PLOT 12 RIV

O LFFL124.300|

125.800
X

123.950

124.150

124.150

KERB TYPES

125x255 Half Batter Kerb (HB2) - 100mm
125x150 Bullnose Kerb (BN) - 25mm
125x150 Bullnose Kerb (BN) - Flush

50x200 Flat Top Edging (EF)

Drop Kerb (1@1:12 gradient)
HB2 BN

DK

GENERAL

. PROPOSED LEVELS
180, PROPOSED HARDSTANDING GRADIENTS

ffffffff SLOPE CHANGE (ie RIDGE, VALLEY or FOLD)

GRADING KEY

EXTENT OF GRADING TO LAWNED / MULCHED AREAS AT A
GRADIENT NO GREATER THAN 1:3

RETAINING WALL TYPES

FLAG ON EDGE
W'300 (MAX 450)

DEPTH OF UNDERBUILD
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