
Road 1
Chainage (m) Easting (m) Northing (m) Level (m) Curve/Straight

0.000 380155.958 413622.934 122.425 Tangent Point
10.000 380163.849 413616.793 122.711 Curve Radius 158.922
20.000 380171.338 413610.168 122.996 Curve
30.000 380178.395 413603.086 123.282 Curve
40.000 380184.993 413595.574 123.568 Curve
50.000 380191.105 413587.661 123.854 Curve
60.000 380196.708 413579.380 124.139 Curve
70.000 380201.779 413570.764 124.425 Curve
80.000 380206.299 413561.845 124.536 Curve
81.696 380207.009 413560.305 124.520 Tangent Point
90.000 380211.496 413553.353 124.437 Curve Radius 28.375

100.000 380219.263 413547.136 124.337 Curve
107.192 380225.945 413544.528 124.265 Tangent Point
107.192 380225.945 413544.528 124.265 End

Road 2
Chainage (m) Easting (m) Northing (m) Level (m) Curve/Straight

0.000 380164.986 413599.928 123.459 Start
8.547 380171.957 413604.874 123.031 IP at Channel

10.000 380172.981 413605.905 123.068 Straight
11.922 380174.335 413607.268 123.116 End
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1.0 GENERAL

1.1 THIS DRAWING TO BE READ IN CONJUNCTION WITH ALL RELEVANT
ARCHITECT'S, ENGINEER'S AND SPECIALIST DRAWINGS & SPECIFICATIONS.

1.2 WORK TO BE CARRIED OUT IN ACCORDANCE WITH CURRENT GOOD
PRACTICE, BUILDING REGULATIONS AND SUBSEQUENT AMENDMENTS, THE
PROJECT SPECIFICATION, RELEVANT BRITISH STANDARDS AND CODES OF
PRACTICE.  MATERIALS AND COMPONENTS TO BE SUITABLE FOR THEIR
INTENDED USE.

1.3 FOR SETTING OUT REFER TO ARCHITECTS DRAWINGS.

NOTES -

THIS DRAWING IS SUBJECT TO SECTION 104 &
SECTION 38 TECHNICAL APPROVALS.
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