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ENCLOSURES KEY

1.8m high feather edge screen fence.

MATERIALS KEY

All Fascias, Soffits, Bargeboards, Gallows brackets to be white.

Render to be Polar White.

Window Specification:

Plots 1-7 & 8-12  white UPVC flush sash with triple
glazed leaded windows.  Minimum 50-70mm external
reveal to be achieved.

Plots 13-57 White UPVC casements with triple glazed
leaded windows.  Minimum 50-70mm external reveal to
be achieved.

Roads and drives to be finished with black tarmacadam with
concrete edgings

Paths and paved areas to be formed using 900x600mm grey
concrete paving slabs.

Danum Dual Thin Leading Edge
Interlocking Concrete Tile
Colour: Dark Grey

Stonework to be Newlay Calder Buff
Weathered 140mm deep split faced
stone walling - 450mm length
with natural mortar

1.8m high wall.

Entrance and garage door
Colour: RAL 7043 - Dark Grey

1.2m high stock proof fence with mesh.

1.8m high feather edge screen fence with
300mm trellis.

Artstone to heads, cills, copings and
surrounds. Colour: BA124 or
equivalent.

0.45m high knee rail fence.

2.4m high wall.

2.4m high acoustic screen fence.

2.1m high acoustic screen fence.

1.2m high paladin fence.

Location of Electric Vehicle Charging Point with
minimum power rating output of 7Kw, universal
sockets and at least mode 3 or equivalent.

PLOTS 52-57 GLAZING & VENTILATION
REQUIREMENTS:

8:12:8.4 acoustic laminated glass (equivalent as
triple glazing) to achieve 35dB Rw+Ctr and
acoustic trickle vents to all windows with a
performance of 40dB Dn,e,w+Ctr.

Proposed steel bollard and railings.

CAR PARK KEY - Refer to seperate Public Car Park Plan

Proposed vehicular barrier to be confirmed
by Bury Council.

Proposed 450x450mm grey concrete paving
slabs.

Proposed ducting for EV charging points.

Proposed location for feeder pillar serving EV
charger.

c Location of proposed cycle storage with
flagged base. Example below.

1.8m high green chain link fence.

1.8m high white composite fence.

1.2m high post & rail fence.

ECOLOGICAL KEY

12 no. Ibstock Bat Brick to be positioned at least 3m above
the ground.  21.5 x 10.5 x 29cm (LxWxH).

5no. 28mm Nest Box.  Bird nesting boxes to be installed
1.5-3m above ground level. 20 x 20 x 31cm (LxWxH).

2 no. House Sparrow Nest Box (Double Chamber).  Bird
nesting boxes to be installed minimum 2m above ground
level.  29 x 16 x 22cm (LxWxH).

3no. Sand Martin Nest Boxes.  15 x 15 x 57cm.

2 no. House Martin Nest Box (Double Nest).
These nests should be sited under the eaves on exterior
walls at a minimum height of 2m above the ground.
38 x 12 x 15cm (LxWxH).

1.8m high stock proof fence with mesh.

Location of water butts.
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A LAYOUT REDRAWN. JSM 03.06.20
B ROADS UPDATED TO VEHICLE TRACKING. JSM 10.08.20
C ENCLOSURES AND VENTILATION UPDATED. JSM 11.08.20
D PLOT NUMBERS ADDED TO EXISTING BUILDINGS. JSM 24.08.20
E PROPOSED EXTERNAL LIGHTING ADDED. JSM 03.09.20
F UPDATED TO LA COMMENTS. JSM 05.01.21
G LAYOUT COMPLETED. JSM 02.10.23
H LAYOUT UPDATED. JSM 13.10.23
J LAYOUT UPDATED. JSM 28.05.24
K LAYOUT UPDATED. JSM 26.09.24
L FENCING UPDATED. JSM 25.10.24
M ECOLOGICAL COMPONENTS ADDED. JSM 09.12.24
N FENCING AMENDED ADJACENT TO SUB STATION. JSM 17.12.24
O FACING STONE UPDATED. JSM 18.02.25
P HOGGING PATH ALIGNMENT AMENDED. CO 12.03.25

Q 1.8M STOCK PROOF FENCE ADDED, AND 1.2M
STOCK PROOF FENCE EXTENDED AROUND
CHIMNEY, KNEE RAIL EXTENDED NEAR PLOT 8
AND STOCK PROOF FENCE TO RIVER CHANGED
TO POST & RAIL. PLOTS 41 & 32 AMENDED DUE
TO CLASH WITH WELL AND RETAINING WALL
AND PLOT 22s PARKING MOVED. WATER BUTTS
ADDED AND PAVING AMENDED TO SUIT.

CO 29.04.25
R WINDOW SPEC ADDED. CO 19.05.25
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