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SIKAPROOF A-08:-
SikaProof® A-08 is an embossed polyolefin FPO sheet
membrane for pre-applied fully bonded below ground
waterproofing of reinforced concrete structures. Membrane
thickness 0,8 mm. SikaProof® A-08 is cold-applied without
heat or open flames to prepared substrates or onto
formwork before fixing reinforcement and concrete
placement. The membrane has self-adhesive longitudinal
strips for bonding overlap joints and is laminated with a
unique sealant and a non-woven fleece backing layer which
creates a bond with the cast concrete.

SIKADUR 32:-
Sikadur®-32 Normal is a moisture tolerant, structural, two
part bonding agent, based on a combination of epoxy resins
and special fillers, designed for use at temperatures
between +10°C and +30°C.

SIKAPROOF P12:-
SikaProof® P-12 is a flexible polyolefin (FPO) self-adhesive
sheet membrane for post-applied fully bonded below
ground waterproofing of existing reinforced concrete
structures. Membrane thickness 1,2 mm. SikaProof® P-12 is
pre-coated with an adhesive sealant layer and is cold
applied onto primed concrete structure by a simple peel and
stick process by using SikaProof® Primer-01 as a system
primer.

SIKA GEODRAIN 850:-
Sika® Drain-850 Geo is a high density polyethylene (HDPE),
heavy duty drainage and protection sheet with 10 mm high
dimples on the bottom layer and a bonded geotextile (PP)
filtration layer on the top layer.

SIKA COMBIFLEX ADHESIVE:-
The Sikadur®– Combiflex® System is a high performance
joint sealing system for construction, expansion and
connection joints as well as for cracks. When fixed to the
joint it allows irregular and high movement in more than
one direction, whilst maintaining a high quality seal.
Sikadur-Combiflex® System is post-applied tape systems
adhered with epoxy resin onto the membrane, providing an
ideal solution for construction and expansion joints, in
particular to seal joints of precast components.
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SIKAPROOF A-08:-
SikaProof® A-08 is an embossed polyolefin FPO sheet
membrane for pre-applied fully bonded below ground
waterproofing of reinforced concrete structures. Membrane
thickness 0,8 mm. SikaProof® A-08 is cold-applied without
heat or open flames to prepared substrates or onto
formwork before fixing reinforcement and concrete
placement. The membrane has self-adhesive longitudinal
strips for bonding overlap joints and is laminated with a
unique sealant and a non-woven fleece backing layer which
creates a bond with the cast concrete.

SIKADUR 32:-
Sikadur®-32 Normal is a moisture tolerant, structural, two
part bonding agent, based on a combination of epoxy resins
and special fillers, designed for use at temperatures
between +10°C and +30°C.

SIKAPROOF P12:-
SikaProof® P-12 is a flexible polyolefin (FPO) self-adhesive
sheet membrane for post-applied fully bonded below
ground waterproofing of existing reinforced concrete
structures. Membrane thickness 1,2 mm. SikaProof® P-12 is
pre-coated with an adhesive sealant layer and is cold
applied onto primed concrete structure by a simple peel and
stick process by using SikaProof® Primer-01 as a system
primer.

SIKA GEODRAIN 850:-
Sika® Drain-850 Geo is a high density polyethylene (HDPE),
heavy duty drainage and protection sheet with 10 mm high
dimples on the bottom layer and a bonded geotextile (PP)
filtration layer on the top layer.

SIKA COMBIFLEX ADHESIVE:-
The Sikadur®– Combiflex® System is a high performance
joint sealing system for construction, expansion and
connection joints as well as for cracks. When fixed to the
joint it allows irregular and high movement in more than
one direction, whilst maintaining a high quality seal.
Sikadur-Combiflex® System is post-applied tape systems
adhered with epoxy resin onto the membrane, providing an
ideal solution for construction and expansion joints, in
particular to seal joints of precast components.
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SIKALASTIK 1K:-
Sikalastic®-1K GB is a one-component, crack-bridging,
fibre-reinforced mortar, based on cement modified with
special alkali-resistant polymers.

SIKADUR 32:-
Sikadur®-32 Normal is a moisture tolerant, structural, two
part bonding agent, based on a combination of epoxy resins
and special fillers, designed for use at temperatures
between +10°C and +30°C.
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SIKAPROOF A-08:-
SikaProof® A-08 is an embossed polyolefin FPO sheet
membrane for pre-applied fully bonded below ground
waterproofing of reinforced concrete structures. Membrane
thickness 0,8 mm. SikaProof® A-08 is cold-applied without
heat or open flames to prepared substrates or onto
formwork before fixing reinforcement and concrete
placement. The membrane has self-adhesive longitudinal
strips for bonding overlap joints and is laminated with a
unique sealant and a non-woven fleece backing layer which
creates a bond with the cast concrete.

SIKADUR 32:-
Sikadur®-32 Normal is a moisture tolerant, structural, two
part bonding agent, based on a combination of epoxy resins
and special fillers, designed for use at temperatures
between +10°C and +30°C.

SIKAPROOF P12:-
SikaProof® P-12 is a flexible polyolefin (FPO) self-adhesive
sheet membrane for post-applied fully bonded below
ground waterproofing of existing reinforced concrete
structures. Membrane thickness 1,2 mm. SikaProof® P-12 is
pre-coated with an adhesive sealant layer and is cold
applied onto primed concrete structure by a simple peel and
stick process by using SikaProof® Primer-01 as a system
primer.

SIKA GEODRAIN 850:-
Sika® Drain-850 Geo is a high density polyethylene (HDPE),
heavy duty drainage and protection sheet with 10 mm high
dimples on the bottom layer and a bonded geotextile (PP)
filtration layer on the top layer.

SIKA COMBIFLEX ADHESIVE:-
The Sikadur®– Combiflex® System is a high performance
joint sealing system for construction, expansion and
connection joints as well as for cracks. When fixed to the
joint it allows irregular and high movement in more than
one direction, whilst maintaining a high quality seal.
Sikadur-Combiflex® System is post-applied tape systems
adhered with epoxy resin onto the membrane, providing an
ideal solution for construction and expansion joints, in
particular to seal joints of precast components.
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Level B1 Proposed Basement Plan
Rev Description By Date

P01 Additional WCs and bar/servery
shown.

DAS 15.02.22

P02 Smoke vents redistributed. DAS 16.02.22

P03 Stair 3 lobby width increased. Stair
1 lobby layout revised

SS 09.06.22

P04 Updated to suit fire strategy. Stair 1
width reduced. Sliding door to minor
event space changed to side hung.
New door width between main
event space and WCs widened.

DAS 23.06.22

P05 Updated - new sections added LM 29.07.22

P06 General updates to comments LM 12.08.22

P07 Sanitaryware indicated. DAS 17.08.22

P08 General Layout Updates AT 09.09.22

P09 Stage 3 issue AT 14.10.22

P10 Columns omitted and grid lines
added.

DY 07.02.23

P11 Issued for Planning. DY 23.02.23

P12 Stage 4 issue. Bin Store in lieu of
Plant Room; door to Unit 4 Store
moved/handed; door to WC (WC
Corridor) opens outwards; steps
omitted to Stair 3 Lobby.

DY 22.04.23

C01 Balcony omitted; WC layout
amended to accommodate drainage
& wall lining added to prep kitchen,
Dry store & Unit 3 to conceal
steelwork. Construction issue.

MBR 23.02.24
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