
C Copyright

www.ColeEasdon.com

br@ColeEasdon.com

Web Site

E-mail
COLE EASDON

CONSULTANTS

AZTEC WEST

160 AZTEC

: 01454 800474

ALMONDSBURY

BS32 4TU

Tel

BRISTOL

Client

Job Title

Drawing Title

ScaleDate

Drg. No.

Rev.

Drawn by: Checked by:Designed by:

FOR PLANNING FOR TENDER FOR APPROVAL FOR CONSTRUCTION AS BUILT

Drawing Status:

FOR COMMENT

**CONSTRUCTION AT CLIENT / CONTRACTOR RISK**

Barratt Homes (Manchester) Ltd

Proposed Residential Development 

Former Tetrosyl Site

Walmersley Old Road

Bury

Culvert Detail

DF NJ
DF

January 2021 1:25 @ A1

6155/518 B

AutoCAD SHX Text
Finished Level    141.00
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Backfilled over culverts with 6FS granular material to the specification for highway works and engineers details.
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Culverts backfilled to sides with 40mm imported granular material class 6N to the specifications for highway works. 
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'CETCO' sealmat to all concrete surfaces. To be lapped/installed in accordance with manufacturers instructions.  
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Box culverts to be laid on 35mm of sand (class 6L to SHW) on 75mm mass ST4 concrete blinding slab on 600mm depth of 40mm imported granular material class 6N to the specification for highway works. 

AutoCAD SHX Text
TYPICAL SECTION THROUGH 1500mm  HIGH x 2700mm WIDE P.C. CULVERT  
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Precast concrete headwall. Refer to Dwg N. 615/517
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Headwall to be bedded on 35mm SHW class 6L sand on 150mm ST4 mass concrete blinding on SHW class 6N 40mm granular material 
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2.7m x 1.5m deep PCC Box Culvert  
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1m wide (170dp) Gabion mattress adjacent toe of headwall (full width of headwall)
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NOTE! Torkstrip & Plastijoint are to be applied to all 4 faces of the joint between sections (i.e top, bottom & sides of culvert)
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10 wide x 25 deep plastijoint (gun grade) sealant
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40 wide x 25 thick tokstrip and tokstrip primer
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TYPICAL JOINT DETAIL        (NTS)
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1100mm high galvanized steel tubular kee klamp handrail or similar approved
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Plastic encapsulated double step rungs in stainless steel (grade 316) or mild steel complying with the requirements of BS EN 13101:2002 (280mm centres max. Cover level to first step not exceeding 675mm)  
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Step Irons Added
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Platform handrail and gate added
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