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OUR REF: A6355/24/LR 

YOUR REF: 
 
24th June 2026 
 
Ian McDonald 
Failsworth Property 
8 Wrigley Head 
Failsworth 
Manchester 
M35 9BL 
 
By Email: (oldmillantiques@hotmail.com) 
 
Dear Ian, 
 

Westminster Drive, Bury 
Coal Mining Ground Investigation 

 
Background 
 

A previous Coal Mining Risk Assessment (A6355/24/CMRA, dated 15th 
December 2024), included as Appendix A, was developed by Earth 
Environmental & Geotechnical Ltd.  
 

The Coal Mining Risk Assessment (CMRA) concluded that a review of the 
available information suggests a potential risk to ground stability associated 
with shallow, unrecorded workings due to a locally outcropping coal seam. 
 

The Mining Remediation Authority states that there is the potential for probable 
unrecorded shallow workings, within the Pennine Middle Coal Measures, to be 
present due to the locally outcropping Higher Florida coal, which is recorded 
as workable. The Higher Florida coal seam is recorded as outcropping onsite 
and dipping towards the south. 
 

The CMRA therefore concluded that an investigation be carried out to assess 
whether shallow coal mine workings are present beneath the proposed 
structure. 
 

Proposed Development 
 

It is understood that the client proposes to construct 12no. garages in two 
identical blocks of six units each. 
 
A proposed development plan has been included within this report as Figure 
1. 
 

Fieldwork 
 

Two boreholes (Appendix B for exploratory hole logs) were drilled by a rotary 
open-hole technique using a water flush.  All drilling was completed on the 15th 
June 2026 in accordance with Mining Remediation Authority permit No. 31639 
(Appendix C), granted on the 3rd June 2026. 
 
A borehole location plan is shown as Figure 2, overleaf.   
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Figure 1: Proposed Development Plan 
 

 
 

Figure 2: Exploratory Hole Location Plan 
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All work was supervised by an Earth Environmental & Geotechnical (EEG) consultant with 
monitoring of potential mine gases.  Mine gases (methane, carbon dioxide, hydrogen sulphide, 
and carbon monoxide) were measured by use of calibrated Honeywell Gas Alert Microclip XL 
instruments. 
 
Elevated gas concentrations were not encountered during the drilling process. 
 
No visual or olfactory evidence of contamination was identified during the site investigation. 
 
Table 1 below provides a summary of the geology encountered. 
 
Rockhead was encountered between 9.60m and 10.20m bgl underlain primarily by 
interbedded mudstone. sandstone, and intact coal of the Pennine Middle Coal Measures.  
 
Intact coal with no evidence of workings was encountered within both boreholes. In RO1 the 
intact coal was observed at 13.60m to 14.60m bgl (1.00m thickness) and at 17.10m to 17.50m 
bgl (0.40m thickness). In RO2 the intact coal was observed at 13.80 to 14.60m bgl (0.80m 
thickness) and at 16.90m to 17.40m bgl (0.50m thickness). 
 
No voids, broken ground, or loss of drilling flush, which might indicate workings or extraction 
of coal, were observed during the drilling. 
 
Upon completion, all boreholes were fully grouted by use of a bentonite grout. 
 

Table 1: Summary of Geology Encountered 
 

Location 

Depth to Stratum (m bgl) 

Concrete 
Hardstanding 

Made Ground 
Superficial 
Deposits 

Pennine Middle 
Coal Measures 

Intact Coal 

RH1 GL – 0.15 0.15 – 0.40 0.40 – 9.60 9.60 – 30.00 

13.60 – 14.60 
(1.00m thick) 
17.10 – 17.50 
(0.40m thick)  

RH2 GL – 0.15 0.15 – 0.90 0.90 – 10.20 10.20 – 30.00 

13.80 – 14.60 
(0.80m thick) 
16.90 – 17.40 
(0.50m thick) 

 
Coal Mining Assessment Criteria 
 
Shallow workings-related ground subsidence events may manifest as localized crown hole 
collapses at the surface (which are related to workings roof failures), or can be associated with 
more extensive ground movements, typically associated with pillar collapse, floor heave, or a 
combination of roof and pillar failure. 
 
The height limit on void migration for roof collapses, where no appreciable surface subsidence 
can result, is termed ‘acceptable cover.’  The calculation of the amount of acceptable cover is 
determined by the worked thickness of the seam (t) and the amount of overlying rock cover 
(h).  The acceptable cover criterion is generally referred to as ht. 
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According to CIRIA C758D, based on the examination of mines within CMS, the height of 
collapse migration may exceptionally extend to 10 times the height of the original extraction. 
 
As a result, the 10t criterion has been adopted by the industry as providing reasonable 
assurance against surface subsidence from roof collapses in old pillar and stall mines. 
 
Acceptable Cover Assessment 
 
As no evidence of coal mining related workings was encountered during the site investigation, 
to a depth of 30.00m bgl, it is deemed that there is acceptable cover and no risk of shallow 
workings-related subsidence to the proposed development. 
 
Conclusions & Recommendations 
 
No shallow mine workings were encountered below the site, and no voids, broken ground, or 
loss of drilling flush were observed that might indicate workings or extraction of coal. 
 
Remedial measures are not considered necessary with respect to potential shallow coal mine 
workings, due to the absence of shallow workings below the site. 
 
Continuous gas monitoring at the site during the drilling process indicates an absence of 
elevated mine gases. 
 
No visual or olfactory evidence of contamination was identified during the site investigation. 
 
This report should be submitted to the planning authority and their consultees, the Mining 
Remediation Authority. 
 
 

Yours sincerely, 

 
Luke Glover 
Principal GeoEnvironmental Consultant 
For and on behalf of Earth Environmental & Geotechnical Ltd 
 
Encl.  Appendix A Coal Mining Risk Assessment 
 Appendix B Exploratory Hole Logs 
 Appendix C Mining Remediation Authority Permit 
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Report Title: Westminster Drive, Bury: Coal Mining Risk Assessment 

Report Reference: A6355/24/CMRA 

Client: Failsworth Property 

Issue Date:  15th December 2024 

Drafted By: Tom Pudifoot BSc (Hons)  

Reviewed By: Lewis Waller MEarthSci (FGS) 
 

Authorised By: A Czarnecki BSc (Hons) FGS CGeol 

 
 
This document has been prepared for the titled project (or named part thereof) and should not be relied upon or used for any other project without an 
independent check being carried out as to its suitability and prior written authorisation being obtained from Earth Environmental & Geotechnical.  Earth 
Environmental & Geotechnical accepts no responsibility or liability for the consequences of the use of this document, wholly or in part, for any other purpose 
than that for which it was commissioned.  Any persons so using or relying upon this document for such other purpose do so at their own risk. 
 
This report was prepared for the sole use of the Client and shall not be relied upon or transferred to any other party without the express written authorisation 
of Earth Environmental & Geotechnical.  It may contain material subject to copyright or obtained subject to license; unauthorised copying of this report will be 
in breach of copyright/license. 
 
The findings and opinions provided in this document are given in good faith and are subject to the limitations imposed by employing site assessment methods 
and techniques, appropriate to the time of investigation and within the limitations and constraints defined within this document.  The findings and opinions are 
relevant to the dates when the assessment was undertaken but should not necessarily be relied upon to represent conditions at a substantially later date.   
 
The findings and opinions conveyed in this report are based on information obtained from a variety of sources as detailed and which Earth Environmental & 
Geotechnical assumes to be reliable but have not been independently confirmed.  Therefore, Earth Environmental & Geotechnical cannot and does not 
guarantee the authenticity or reliability of third-party information it has relied upon. 
 
Where opinions expressed in this report are based on current available guidelines and legislation, no liability can be accepted by Earth Environmental & 
Geotechnical for the effects of any future changes to such guidelines and legislation. 
 
The limitations of liability of Earth Environmental & Geotechnical for the contents of this document have been agreed with the Client, as set out in the terms 
and conditions of offer and related contract documentation. 
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1.0 INTRODUCTION 
 
Appointment 

1.1 Earth Environmental & Geotechnical Ltd have been commissioned by Failsworth Property (the 
Client), to undertake a Coal Mining Risk Assessment for a development on land south of 
Westminster Drive, Bury. 

1.2 The proposed development involves the erection of 12no. garages in two identical blocks of six 
units each. 

1.3 A planning application (7080) has been submitted to Bury Council. 

1.4 A proposed development plan is shown in Figure 1 overleaf.  

Objective 

1.5 The purpose of the Coal Mining Risk Assessment is to collate available geological, mining, and 

historical data in order to assess the potential for the site to be affected by underground mining.   

1.6 This report has been drafted in accordance with the Coal Authority (CA) Guidance Risk Based 

Approach to Development Management, Version 4, 2017. 

Sources of Information 

1.7 The Coal Mining Risk Assessment compiles a review of the following information sources: 

• Geological Survey of England and Wales, Sheet 85, Manchester, 1:50,000 edition 2010. 

• British Geological Survey, SD70NE, 1:10,560, edition 1975. 

• Coal Authority Interactive Map Viewer. 

• Coal Authority Mining Report. 

• British Geological Survey online borehole records. 

• Google Earth imagery. 

• Online Historical Ordnance Survey maps. 

• Site Investigations in Areas of Mining Subsidence, FG Bell, 1975. 

• The threat of abandoned mines on the stability of urban areas, Barry Clarke, IAEG2006 
Paper Number 379, The Geological Society of London, 2006. 

• The collapse of shallow coal mine workings, Durham theses, Durham University, Garrard, 
1981. 

• Construction over abandoned mineworking’s, CIRIA Special Publication 32, 2002. 

• Abandoned Mineworking’s Manual, CIRIA 2019. 

• National Library of Scotland, British Geological Survey Scotland, https://maps.nls.uk/ 

• Bury Metropolitan Borough Council Planning Portal. 
  

https://maps.nls.uk/
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Figure 1: Proposed Development Plan 
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2.0 SITE LOCATION AND DESCRIPTION 
 

2.1 The site is located approximately 4.5km southwest of Bury Town Centre. 

2.2 The site currently comprises a disused parcel of land, bound entirely by wooden fencing from 
the gardens of surrounding residential properties.  Beyond these residential dwellings, 
Westminster Drive is directly to the north, Coronation Road to the east and Kilburn Road to the 
west.  

2.3 The approximate National Grid Reference for the centre of the site is SD 77170 07866 (X: 
377170, Y: 407866) with the site postcode being M26 3WD. 

2.4 The site is generally flat lying. 

2.5 A site location plan is shown below as Figure 2. 

Figure 2: Site Location Plan 
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3.0 ASSESSMENT OF DATA 
 
Geological Information 

3.1 The geology of the site has been determined from geological maps for the area and examination 
of Coal Authority (CA) records.   

British Geological Survey Published Data Assessment 

3.2 The BGS states that the site area is not underlain by any artificial deposits.  

3.3 The BGS states that site is underlain by Devensian Till, which is generally comprises clay, silt, 
and sand with or without boulders. 

3.4 Two different bedrock geologies are recorded beneath the site. The Pennine Middle Coal 
Measures, which generally comprises interbedded mudstone, siltstone, sandstone, and coal 
seams, is recorded beneath the eastern half of the site. Whereas the Peel Hall Rock Formation, 
which generally comprises sandstone, is recorded beneath the western half of the site.  

3.5 There are no BGS boreholes within 500m of the site boundary.  The closest available borehole 
record is located approximately 1km northeast of the site.  A borehole location plan is shown 
overleaf as Figure 3.  The borehole lies within a similar geologic setting as the site, however, 
should not be taken as representative given how far away it located. 

3.6 BGS borehole reference SD70NE123 was drilled to 30m bgl, no date is recorded.  A rockhead 
was encountered at 10.00 mbgl, and coal was encountered at 14.40 mbgl with a thickness of 
1.20m.   

Figure 3: BGS Borehole Location Plan 

 

SITE 

BOREHOLE 
SD70NE123 
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3.7 An extract from the most recently published geological map (1:10,000 scale map) showing the 

approximate site location and key local geological features is presented in Figure 4.  

3.8 An extract from the most recently published geological map (1:50,000) showing the approximate 

site location and key local geological features is presented in Figure 5. Local strata dip 22 

degrees to the southwest.  

3.9 An unnamed coal seam outcrops at rockhead below the site.   

Figure 4 Geology Map Extract (1:10,000) 
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Figure 5 Geology Map Extract (1:50,000) 
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Coal Authority Records 

3.10 Reference to the Coal Authority Online Interactive viewer shows the site to be located within a 
Development High Risk Area and within an area of probable shallow mine workings. 

3.11 A Coal Authority Mining Report has been acquired for the site and reveals that there are no 
records of past underground mining, beneath the site.  

3.12 The report states that there are probable unrecorded shallow workings. 

3.13 There are no records of spine roadways at shallow depths within the site.  

3.14 There are no mine entries within 100m of the site boundary. 

3.15 There are no records of geological faults, fissures or breaklines on the site. 

3.16 There is 1no. coal outcrop recorded on site or adjacent to the site and summarised in Table 1 
below. 

3.17 There are no records of opencast mines with 500m of the site boundary. 

3.18 There are no Coal Authority managed tips recorded within 500m of the site boundary.  

3.19 There have been no previous site investigations recorded within 50m of the site boundary. 

3.20 There are no remediated sites within 50m of the site.  

3.21 There are no records of coal mining subsidence within 50m of the site boundary.  

3.22 There are no records of mine gas or mine water treatment schemes within 500m of the site.  

Table 1: Summary of Coal Outcrops 

Seam Name Seam Workable 
Distance to 
Outcrop (m) 

Direction to 
Outcrop  

Bearing of 
Outcrop 

Higher Florida Yes Within N/A 238 
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Figure 6: Coal Authority Map Extract 
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4.0 COAL MINING RISK ASSESSMENT 
 
Scope of Coal Mining Risk Assessment  

4.1 Objectives of the coal mining risk assessment are to provide a desk-based assessment of 
available geological and mining information relating to the site (and wider area) and to use this 
information so as to identify risks present to the development from the legacy of mining. 

4.2 As part of the risk assessment, potential mitigation measures (if required) should be considered, 
including any necessary remedial works.   

4.3 The outcome of the risk assessment should demonstrate to the Local Authority that the proposed 
development is or can be made safe (and stable) to meet the requirements of the National 

Planning Policy Framework (NPPF).  

Data Limitations 

4.4 It should be appreciated that it did not become a legal requirement to deposit coal mining 
abandonment plans until the 1870’s and that this requirement was not rigorously enforced for 
some time after.  Many shallow coal seams were worked prior to the introduction of first edition 
Ordnance Survey Maps and information on these workings is often not available.  Therefore, if 
coal seams were accessible then there is the potential that they could have been worked by 
formal or informal means. 

4.5 It is also possible that if unrecorded workings are present then unrecorded mine entries may be 
present. 

Coal Mining Risks 

4.6 The risks associated with coal mining are as follows: 

• Collapse of relict workings beneath buildings causing damage to the building fabric and 
infrastructure. 

• Migration of mine gases from old mine workings and mine entries resulting in 
accumulation of flammable and asphyxiating gases in confined areas. 

• Consolidation of relict workings and overlying strata causing structural defects in building 
fabric and infrastructure. 

• Failure of mine entries causing loss of ground beneath building and external areas. 

• Spontaneous combustion of old mine workings. 
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Coal Mining Assessment Criteria 

4.7 Shallow workings related ground subsidence events may manifest as localised crown hole 
collapses at the surface (which are related to workings roof failures), or can be associated with 
more extensive ground movements, typically associated with pillar collapse, floor heave, or a 
combination of roof and pillar failure.  

4.8 As there is limited evidence for structural damage caused by pillar failure compared with that 
resulting from roof collapses, the focus of engineering assessments of the potential for instability 
at the ground surface has focussed on roof collapses as the more likely mechanism of failure.  

4.9 The limit height on void migration for roof collapses, where no appreciable surface subsidence 
can result is termed ‘acceptable cover.’  The calculation of the amount of acceptable cover is 
determined by the worked thickness of the seam (t) and the amount of overlying rock cover (h) 
(and potentially overconsolidated Glacial Till cover – see below).  

4.10 The acceptable cover criterion is generally referred to as ht.  

4.11 The worked thickness of a coal seam (t) is often taken as being whichever is the greater of the 
following: 1.50m (the typical height of a mining roadway), or the coal seam thickness. 

4.12 It is noted that a thickness greater than that of the coal seam may have been extracted during 
mining – for example to remove a weak underlying seat earth horizon (for use as fireclay and/or 
to aid access through the mine). 

4.13 According to CIRIA C758D, from the examination of mines within CMS, the height of collapse 
migration might exceptionally extend to 10t the height of the original extraction.  

4.14 As a result of this, the 10t criterion has been adopted by the industry as providing reasonable 
assurance against surface subsidence from roof collapses in old pillar and stall mines.  

4.15 However, there are documented cases (albeit rare) where migrations in excess of 20t have been 
observed.  

4.16 CIRIA C758D lists a number of circumstances where the acceptable cover criterion may need to 
be increased from 10t.  These include:  

Where the strata dip is >20 degrees 

Where there are strong groundwater flows within workings and/or where there are rising or 
falling groundwater levels. 

Where multi-seam extractions have taken place 

Conclusions 

4.17 The Coal Authority consider the site area to lie within a Coal Authority Development High Risk 
Area and an area of probable shallow unrecorded workings.  

4.18 The report and geological maps indicate that the site, is underlain by the Higher Florida Coal 
Seam at rockhead.  
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4.19 The BGS Boreholes within the area do not provide sufficient information about the depth of 
rockhead to suggested if sufficient cover of glacial till is present.   

Proposed Mitigation Strategy 

4.20 Due to the presence of coal outcrops, and probable shallow workings at the site, a site 
investigation to further investigate the coal mining regime and risk is required.  

4.21 The site investigation will require a permit from the Coal Authority, together with the development 
of a risk and method statement. 

4.22 This report should allow for planning permission to be granted with relevant conditions in relation 
to the site investigation and any possible remedial measures. 
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COAL AUTHORITY CONSULTANTS MINING REPORT 
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Section 1 – Mining activity and geology

Past underground mining

Colliery Seam Mineral Coal
Authority
reference

Depth (m) Direction
to working

Dipping rate
of seam
worked
(degrees)

Dipped
direction
of seam
worked

Extraction
thickness
(cm)

Year last
mined

unnamed TRENCHERB
ONE

Coal 3YX7 197 South 9.5 South 160 1908

unnamed CANNEL Coal 3YQO 264 South 9.5 South-East 150 1908

Probable unrecorded shallow workings
Yes.

Spine roadways at shallow depth
No spine roadway recorded at shallow depth.

Mine entries
None recorded within 100 metres of the enquiry boundary.

Abandoned mine plan catalogue numbers
The following abandoned mine plan catalogue numbers intersect with some, or all, of the enquiry
boundary:

16820 9822 5419

Please contact us on 0345 762 6848 to determine the exact abandoned mine plans you require
based on your needs.

Outcrops

Seam name Mineral Seam workable Distance to outcrop
(m)

Direction to
outcrop

Bearing of outcrop

HIGHER FLORIDA Coal Yes Within N/A 238

Geological faults, fissures and breaklines
No faults, fissures or breaklines recorded.

Opencast mines
None recorded within 500 metres of the enquiry boundary.

Coal Authority managed tips
None recorded within 500 metres of the enquiry boundary.
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Section 2 – Investigative or remedial activity

Please refer to the 'Summary of findings' map (on separate sheet) for details of any activity within
the area of the site boundary.

Site investigations
None recorded within 50 metres of the enquiry boundary.

Remediated sites
None recorded within 50 metres of the enquiry boundary.

Coal mining subsidence
The Coal Authority has not received a damage notice or claim for the subject property, or any
property within 50 metres of the enquiry boundary, since 31 October 1994.

There is no current Stop Notice delaying the start of remedial works or repairs to the property.

The Coal Authority is not aware of any request having been made to carry out preventive works
before coal is worked under section 33 of the Coal Mining Subsidence Act 1991.

Mine gas
None recorded within 500 metres of the enquiry boundary.

Mine water treatment schemes
None recorded within 500 metres of the enquiry boundary.
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Section 3 – Licensing and future mining activity

Future underground mining
None recorded.

Coal mining licensing
None recorded within 200 metres of the enquiry boundary.

Court orders
None recorded.

Section 46 notices
No notices have been given, under section 46 of the Coal Mining Subsidence Act 1991, stating that
the land is at risk of subsidence.

The property is not in an area where a notice to withdraw support has been given.

The property is not in an area where a notice has been given under section 41 of the Coal Industry
Act 1994, cancelling the entitlement to withdraw support.

Withdrawal of support notices

The property is not in an area where a relevant notice has been published under the Coal Industry
Act 1975/Coal Industry Act 1994.

Payments to owners of former copyhold land

Consultants Coal Mining Report, reference 51003465591001
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Section 4 – Further information

The following potential risks have been identified and as part of your risk assessment should be
investigated further.

Future development
If development proposals are being considered, technical advice relating to both the investigation
of coal and former coal mines and their treatment should be obtained before beginning work on
site. All proposals should apply specialist engineering practice required for former mining areas. No
development should be undertaken that intersects, disturbs or interferes with any coal or coal
mines without first obtaining the permission of the Coal Authority.

MINE GAS:                      Please note, if there are no recorded instances of mine gas within 500m of the enquiry
boundary, this does not mean that mine gas is not present within the vicinity. The Coal Authority
Mine Gas data is limited to only those sites where a Mine Gas incident has been recorded.
Developers should be aware that the investigation of coal seams, mine workings or mine entries
may have the potential to generate and/or displace underground gases. Associated risks both to
the development site and any neighbouring land or properties should be fully considered when
undertaking any ground works. The need for effective measures to prevent gases migrating onto
any land or into any properties, either during investigation or remediation work, or after
development must also be assessed and properly addressed. In these instances, the Coal Authority
recommends that a more detailed Gas Risk Assessment is undertaken by a competent assessor.

Development advice
The site is within an area of historical coal mining activity. Should you require advice and/or
support on understanding the mining legacy, its risks to your development or what next steps you
need to take, please contact us.

For further information on specific site or ground investigations in relation to any issues
raised in Section 4, please call us on 0345 762 6848 or email us at
groundstability@coal.gov.uk.
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Section 5 – Data definitions

The datasets used in this report have limitations and assumptions within their results. For more
guidance on the data and the results specific to the enquiry boundary, please call us on 0345 762
6848 or email us at groundstability@coal.gov.uk.

Past underground coal mining
Details of all recorded underground mining relative to the enquiry boundary. Only past
underground workings where the enquiry boundary is within 0.7 times the depth of the workings
(zone of likely physical influence) allowing for seam inclination, will be included.

Probable unrecorded shallow workings
Areas where the Coal Authority believes there to be unrecorded coal workings that exist at or close
to the surface (less than 30 metres deep).

Spine roadways at shallow depth
Connecting roadways either, working to working, or, surface to working, both in-seam and cross
measures that exist at or close to the surface (less than 30 metres deep), either within or within 10
metres of the enquiry boundary.

Mine entries
Details of any shaft or adit either within, or within 100 metres of the enquiry boundary including
approximate location, brief treatment details where known, the mineral worked from the mine
entry and conveyance details where the mine entry has previously been sold by the Authority or its
predecessors British Coal or the National Coal Board.

Abandoned mine plan catalogue numbers
Plan numbers extracted from the abandoned mines catalogue containing details of coal and other
mineral abandonment plans deposited via the Mines Inspectorate in accordance with the Coal
Mines Regulation Act and Metalliferous Mines Regulation Act 1872. A maximum of 9 plan extents
that intersect with the enquiry boundary will be included. This does not infer that the workings
and/or mine entries shown on the abandonment plan will be relevant to the site/property
boundary.

Outcrops
Details of seam outcrops will be included where the enquiry boundary intersects with a conjectured
or actual seam outcrop location (derived by either the British Geological Survey or the Coal
Authority) or intersects with a defined 50 metres buffer on the coal (dip) side of the outcrop. An
indication of whether the Coal Authority believes the seam to be of sufficient thickness and/or
quality to have been worked will also be included.

Geological faults, fissures and breaklines
Geological disturbances or fractures in the bedrock. Surface fault lines (British Geological Survey
derived data) and fissures and breaklines (Coal Authority derived data) intersecting with the
enquiry boundary will be included. In some circumstances faults, fissures or breaklines have been
known to contribute to surface subsidence damage as a consequence of underground coal mining.
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Opencast mines
Opencast coal sites from which coal has been removed in the past by opencast (surface) methods
and where the enquiry boundary is within 500 metres of either the licence area, site boundary,
excavation area (high wall) or coaling area.

Coal Authority managed tips
Locations of disused colliery tip sites owned and managed by the Coal Authority, located within 500
metres of the enquiry boundary.

Site investigations
Details of site investigations within 50 metres of the enquiry boundary where the Coal Authority
has received information relating to coal mining risk investigation and/or remediation by third
parties.

Remediated sites
Sites where the Coal Authority has undertaken remedial works either within or within 50 metres of
the enquiry boundary following report of a hazard relating to coal mining under the Coal
Authority’s Emergency Surface Hazard Call Out procedures.

Coal mining subsidence
Details of alleged coal mining subsidence claims made since 31 October 1994 either within or
within 50 metres of the enquiry boundary. Where the claim relates to the enquiry boundary
confirmation of whether the claim was accepted, rejected or whether liability is still being
determined will be given. Where the claim has been discharged, whether this was by repair,
payment of compensation or a combination of both, the value of the claim, where known, will also
be given.

Details of any current ‘Stop Notice’ deferring remedial works or repairs affecting the property/site,
and if so the date of the notice.

Details of any request made to execute preventative works before coal is worked under section 33
of the Coal Mining Subsidence Act 1991. If yes, whether any person withheld consent or failed to
comply with any request to execute preventative works.

Mine gas
Reports of alleged mine gas emissions received by the Coal Authority, either within or within 500
metres of the enquiry boundary that subsequently required investigation and action by the Coal
Authority to mitigate the effects of the mine gas emission. Please note, if there are no recorded
instances of mine gas reported, this does not mean that mine gas is not present within the vicinity.
The Coal Authority Mine Gas data is limited to only those sites where a Mine Gas incident has been
recorded.
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Mine water treatment schemes
Locations where the Coal Authority has constructed or operates assets that remove pollutants
from mine water prior to the treated mine water being discharged into the receiving water body.

These schemes are part of the UK’s strategy to meet the requirements of the Water Framework
Directive. Schemes fall into 2 basic categories: Remedial – mitigating the impact of existing pollution
or Preventative – preventing a future pollution incident.

Mine water treatment schemes generally consist of one or more primary settlement lagoons and
one or more reed beds for secondary treatment. A small number are more specialised process
treatment plants.

Future underground mining
Details of all planned underground mining relative to the enquiry boundary. Only those future
workings where the enquiry boundary is within 0.7 times the depth of the workings (zone of likely
physical influence) allowing for seam inclination will be included.

Coal mining licensing
Details of all licenses issued by the Coal Authority either within or within 200 metres of the enquiry
boundary in relation to the under taking of surface coal mining, underground coal mining or
underground coal gasification.

Court orders
Orders in respect of the working of coal under the Mines (Working Facilities and Support) Acts of
1923 and 1966 or any statutory modification or amendment thereof.

Section 46 notices
Notice of proposals relating to underground coal mining operations that have been given under
section 46 of the Coal Mining Subsidence Act 1991.

Withdrawal of support notices
Published notices of entitlement to withdraw support and the date of the notice. Details of any
revocation notice withdrawing the entitlement to withdraw support given under Section 41 of the
Coal Industry Act 1994.

Payment to owners of former copyhold land
Relevant notices which may affect the property and any subsequent notice of retained interests in
coal and coal mines, acceptance or rejection notices and whether any compensation has been paid
to a claimant.
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Summary of findings
The map highlights any specific surface or subsurface features within or near to the boundary of the site.

Key
Approximate position of the enquiry

boundary shown

Outcrop (Conjectured)

How to contact us
0345 762 6848 (UK)
+44 (0)1623 637 000 (International)
www.groundstability.com

Reproduced by permission of Ordnance Survey on behalf of HMSO.
© Crown copyright and database right 2018. All rights reserved.

Ordnance Survey Licence number: 100020315
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REPORT LIMITATIONS 
 

This contract was completed by Earth Environmental & Geotechnical Ltd on the basis of a defined 

programme and scope of works and terms and conditions agreed with the client.  This report was 

compiled with all reasonable skill, and care, bearing in mind the project objectives, the agreed scope of 

works, the prevailing site conditions, the budget, and staff resources allocated to the project. 

Other than that, expressly contained in the above paragraph, Earth Environmental & Geotechnical Ltd 

provides no other representation or warranty whether express or implied, is made in relation to the 

services.  Unless otherwise agreed this report has been prepared exclusively for the use and reliance of 

the client in accordance with generally accepted consulting practices and for the intended purposes as 

stated in the agreement under which this work was completed.  This report may not be relied upon, or 

transferred to, by any other party without the written agreement of a Director of Earth Environmental & 

Geotechnical Ltd.   

If a third party relies on this report, it does so wholly at its own and sole risk and Earth Environmental & 

Geotechnical Ltd disclaims any liability to such parties. 

It is Earth Environmental & Geotechnical Ltd understanding that this report is to be used for the purpose 

described in the introduction to the report.  That purpose was an important factor in determining the scope 

and level of the services.  Should the purpose for which the report is used, or the proposed use of the 

site change, this report will no longer be valid and any further use of, or reliance upon the report in those 

circumstances by the client without Earth Environmental & Geotechnical Ltd review and advice shall be 

at the client's sole and own risk.   

The report was written in 2024 and should be read in light of any subsequent changes in legislation, 

statutory requirements, and industry best practices.  Ground conditions can also change over time and 

further investigations, or assessment should be made if there is any significant delay in acting on the 

findings of this report.  The passage of time may result in changes in site conditions, regulatory or other 

legal provisions, technology or economic conditions which could render the report inaccurate or 

unreliable.  The information and conclusions contained in this report should not be relied upon in the 

future without the written advice of Earth Environmental & Geotechnical Ltd.  In the absence of such 

written advice of Earth Environmental & Geotechnical Ltd, reliance on the report in the future shall be at 

the client's own and sole risk.  Should Earth Environmental & Geotechnical Ltd be requested to review 

the report in the future, Earth Environmental & Geotechnical Ltd shall be entitled to additional payment 

at the then existing rate or such other terms as may be agreed between Earth Environmental & 

Geotechnical Ltd and the client. 

The observations and conclusions described in this report are based solely upon the services that were 

provided pursuant to the agreement between the client and Earth Environmental & Geotechnical Ltd.  

Earth Environmental & Geotechnical Ltd has not performed any observations, investigations, studies or 

testing not specifically set out or mentioned within this report.   
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Earth Environmental & Geotechnical Ltd is not liable for the existence of any condition, the discovery of 

which would require performance of services not otherwise contained in the services.  For the avoidance 

of doubt, unless otherwise expressly referred to in the introduction to this report, Earth Environmental & 

Geotechnical Ltd did not seek to evaluate the presence on or off the site of electromagnetic fields, lead 

paint, radon gas or other radioactive materials. 

The services are based upon Earth Environmental & Geotechnical Ltd observations of existing physical 

conditions at the site gained from a walkover survey of the site together with Earth Environmental & 

Geotechnical Ltd interpretation of information including documentation, obtained from third parties and 

from the client on the history and usage of the site.  The findings and recommendations contained in this 

report are based in part upon information provided by third parties, and whilst Earth Environmental & 

Geotechnical Ltd have no reason to doubt the accuracy and that it has been provided in full from those it 

was requested from, the items relied on have not been verified. 

No responsibility can be accepted for errors within third party items presented in this report.  Further Earth 

Environmental & Geotechnical Ltd was not authorised and did not attempt to independently verify the 

accuracy or completeness of information, documentation or materials received from the client or third 

parties, including laboratories and information services, during the performance of the services.  Earth 

Environmental & Geotechnical Ltd is not liable for any inaccurate information, misrepresentation of data 

or conclusions, the discovery of which inaccuracies required the doing of any act including the gathering 

of any information which was not reasonably available to Earth Environmental & Geotechnical Ltd and 

including the doing of any independent investigation of the information provided to Earth Environmental 

& Geotechnical Ltd save as otherwise provided in the terms of the contract between the client and Earth 

Environmental & Geotechnical Ltd. 

Where field investigations have been carried out these have been restricted to a level of detail required 

to achieve the stated objectives of the work.  Ground conditions can also be variable and as investigation 

excavations only allow examination of the ground at discrete locations.  The potential exists for ground 

conditions to be encountered which are different to those considered in this report.  The extent of the 

limited area depends on the soil and groundwater conditions, together with the position of any current 

structures and underground facilities and natural and other activities on site.  In addition, chemical 

analysis was carried out for a limited number of parameters [as stipulated in the contract between the 

client and Earth Environmental & Geotechnical Ltd] based on an understanding of the available 

operational and historical information, and it should not be inferred that other chemical species are not 

present. 

The groundwater conditions entered on the exploratory hole records are those observed at the time of 

investigation.  The normal speed of investigation usually does not permit the recording of an equilibrium 

water level for any one water strike.  Moreover, groundwater levels are subject to seasonal variation or 

changes in local drainage conditions and higher groundwater levels may occur at other times of the year 

than were recorded during this investigation. 

Any site drawing(s) provided in this report is (are) not meant to be an accurate base plan but is (are) used 
to present the general relative locations of features on, and surrounding, the site.  
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CONCRETE 

GRAVEL and STONES 

Brown CLAY 

Brown CLAY with weathered mudstone. 

Weak grey MUDSTONE. Ocassional sandstone 
bands and coal traces. 

Intact COAL 

Grey MUDSTONE 

Borehole Continues

DescriptionDepth (m)LegendLevel Standpipe

Project Title:

Project Number:

GL (mAOD):

Method:

WaterType Test ResultDepth (m)

N Coord: E Coord:

Client:

KEY REMARKS Water Strikes

Date Strike Level Minutes Casing Sealed

Daily Log Of Depths Chiselling

Date Casing Water From To Hours

D - Disturbed Sample
B - Bulk Sample
U - Undisturbed
W - Water Sample
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa

- Groundwater Strike
- Groundwater Level
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RO1Westminster Drive, Bury

A6355

103 407,853.00 377,168.00

Failsworth Property

Produced by Geologs www.geologs.com

Date: Driller: DP Drilling Logged By: NM15/06/2026 Rotary Open-Hole

1) Location scanned with CAT prior to 
excavation. 
2) Rotary hole was progressed to 30m using 
water flush. 
3) No loss of drilling flush detected. 
4) No elevated levels of ground gases detected.
5) No visual or olfactory evidence of 
contamination identified.



Grey MUDSTONE 

Intact COAL 

Grey MUDSTONE. Bands of sandstone. 

Greyish brown SANDSTONE 

Grey MUDSTONE. Bands of sandstone. 

End Of Borehole At 30.00 m

DescriptionDepth (m)LegendLevel Standpipe

Project Title:

Project Number:

GL (mAOD):

Method:

WaterType Test ResultDepth (m)

N Coord: E Coord:

Client:

KEY REMARKS Water Strikes

Date Strike Level Minutes Casing Sealed

Daily Log Of Depths Chiselling

Date Casing Water From To Hours

D - Disturbed Sample
B - Bulk Sample
U - Undisturbed
W - Water Sample
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa

- Groundwater Strike
- Groundwater Level

Scale: 1:100

Sheet 2 Of 2
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RO1Westminster Drive, Bury

A6355

103 407,853.00 377,168.00

Failsworth Property

Produced by Geologs www.geologs.com

Date: Driller: DP Drilling Logged By: NM15/06/2026 Rotary Open-Hole

1) Location scanned with CAT prior to 
excavation. 
2) Rotary hole was progressed to 30m using 
water flush. 
3) No loss of drilling flush detected. 
4) No elevated levels of ground gases detected.
5) No visual or olfactory evidence of 
contamination identified.



CONCRETE 

GRAVEL and STONES 

Dark grey CLAY with brick. 

Brown CLAY 

Brown CLAY with weathered mudstone. 

Weak grey MUDSTONE. Ocassional sandstone 
bands and coal traces. 

Intact COAL 

Grey MUDSTONE 

Borehole Continues

DescriptionDepth (m)LegendLevel Standpipe

Project Title:

Project Number:

GL (mAOD):

Method:

WaterType Test ResultDepth (m)

Date: Driller: Logged By:

N Coord: E Coord:

Client:

KEY REMARKS Water Strikes

Date Strike Level Minutes Casing Sealed

Daily Log Of Depths Chiselling

Date Casing Water From To Hours

D - Disturbed Sample
B - Bulk Sample
U - Undisturbed
W - Water Sample
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa

- Groundwater Strike
- Groundwater Level

Scale: 1:100

Sheet 1 Of 2

102.85
102.60
102.10

98.20

92.80

89.20

88.40

0.15
0.40
0.90

4.80

10.20

13.80

14.60

102.00

101.00

100.00

99.00

98.00

97.00

96.00

95.00

94.00

93.00

92.00

91.00

90.00

89.00

88.00

87.00

1.00

2.00

3.00

4.00

5.00

6.00

7.00

8.00

9.00

10.00

11.00

12.00

13.00

14.00

15.00

16.00

RO2Westminster Drive, Bury

A6355

103 407,868.00 377,177.00

Failsworth Property

Produced by Geologs www.geologs.com

DP Drilling NM15/06/2026 Rotary Open-Hole

1) Location scanned with CAT prior to 
excavation. 
2) Rotary hole was progressed to 30m using 
water flush. 
3) No loss of drilling flush detected. 
4) No elevated levels of ground gases detected.
5) No visual or olfactory evidence of 
contamination identified.



Grey MUDSTONE 

Intact COAL 

Grey MUDSTONE. Bands of sandstone. 

Greyish brown SANDSTONE 

Grey MUDSTONE. Bands of sandstone 

End Of Borehole At 30.00 m

DescriptionDepth (m)LegendLevel Standpipe

Project Title:

Project Number:

GL (mAOD):

Method:

WaterType Test ResultDepth (m)

Date: Driller: Logged By:

N Coord: E Coord:

Client:

KEY REMARKS Water Strikes

Date Strike Level Minutes Casing Sealed

Daily Log Of Depths Chiselling

Date Casing Water From To Hours

D - Disturbed Sample
B - Bulk Sample
U - Undisturbed
W - Water Sample
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa

- Groundwater Strike
- Groundwater Level

Scale: 1:100

Sheet 2 Of 2
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A6355

103 407,868.00 377,177.00

Failsworth Property

Produced by Geologs www.geologs.com

DP Drilling NM15/06/2026 Rotary Open-Hole

1) Location scanned with CAT prior to 
excavation. 
2) Rotary hole was progressed to 30m using 
water flush. 
3) No loss of drilling flush detected. 
4) No elevated levels of ground gases 
detected. 
5) No visual or olfactory evidence of 
contamination identified.
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Permit to enter or disturb 

Mining Remediation 
Authority interests 

Permit number: 31639 

 

For and on behalf of the Mining Remediation Authority  

Nominated Representative: Jodie Dawson Permitting Manager.  

Mining Remediation Authority, Permitting Office, 200 Lichfield Lane, Mansfield,  

Notts, NG18 4RG. Tel: 01623 637450;  

E-Mail: LicensingAndPermissions@MiningRemediation.gov.uk 

Site Location:  
Land off, Westminster Avenue, Bury, M26 3WD   

Name and Address of Permit Holder:  
Failsworth Property, Empire Works, 8 Wrigley Head, Failsworth, Manchester, M35 9BL 

 

This certificate hereby grants the above named Permit Holder a Permit to carry out:  

Ground investigation by two boreholes to 30m  within the Mining Remediation Authority’s interests at 

the identified site location above as shown on the Granted Permit Boundary (overleaf) for the period of 

12 months from the granted date shown below. The granting of this Permit does not constitute advice given 

by the Mining Remediation Authority in relation to the proposed operations. It is the Permit Holder’s 

responsibility to obtain appropriate health, safety, environmental, technical and legal advice.  

Conditions: 
 Manned entry (i.e., into mine entries/workings) is strictly prohibited.  

 Water flush  

 Gas Monitoring (i.e., CO, CH4, CO2, O2, H2S) at borehole and rig  

 Operators undertaking the work must be in possession of this certificate and the Permit boundary 

plan at the time of works  

 Appropriate borehole sealing without delay and to withstand site level changes  

 

Signed: Jodie Dawson Permit Granted Date: 3.6.26 

  Permit Expiry Date: 2.6.26 

 



 

 

  
Granted  

Permit Boundary 
Permit number: 31639 

 
 

Permit boundary: 

 

 

 

These maps are reproduced from Ordnance Survey material with the permission  

of Ordnance Survey on behalf of the controller of His Majesty’s Stationery Office.  

© Crown Copyright. Unauthorised reproduction infringes Crown copyright and  

may lead to prosecution or civil proceedings. Mining Remediation Authority.  

Licence No: AC0000820577. [216] 


