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5 MINIMUM. 4 MAXIMUM COURSES % 6TH EDITION 3. 4. 5. 6. 7. 8. 9. 10. 11.
TYPE 1 SUB-BASE (UNDER IF USING CLASS B ENGINEERING BRICKS, ’ = WITH 600mm OPENING
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UNDER AND PIPE QVER. ‘L ; VERTICAL CENTRES
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PIPE JOINT WITH CHANNEL E | WEB GROUND BEAM CORING OF SW/FW PIPE TO BE
TO BE LOCATED MIN. 100mm L . CONTAINED WITHIN CENTRAL THIRD
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s .~ 1 C20 CONCRETE BENCHING 150mm BEYOND EDGE \ ‘ \
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STEPS AND ACCESS ARRANGEMENTS _ - /S
N \' OR OTHERWISE TO BE FITTED AS & — = _ ’ _
\’ﬁ; G Gy ( \1 REQUIRED BY UNDERTAKER'S POLICY PIPE JOINT WITH CHANNEL TO = ¢ I~ ] 73
STANDARD ' ”STANDARD BE LOCATED MIN. 100mm / . ) n —
— — INSIDE FACE OF CHAMBER ‘ © 1150
BEDDING DETAIL BEDDING DETAIL | | 600mm ROCKER PIPE "ROCKER PIPE TO BE
CHOICE OF 5 (] > DR OE oF 150mm BEYOND EDGE
ROCKER PIPE SEE TABLE ABOVE _ [0 0 OF GROUND BEAM
PIPE_CROSSINGS QVER BEND v
SR e TYPICAL MANHOLE TYPE B DETAIL SHOWING SW/FW_PIPE
STANDARD MIX GRADE OF CONCRETE APPLICATIONS
LANDING SIDE OF MANHOLE TYPICAL MANHOLE TYPE C BLANK OFF INLETS (MAX. DEPTH FROM GROUND LEVEL TO SOFFIT OF PIPE 3.0m) THROUGH GROUND BEAM
STt C7.5 FILLINGS, BLINDINGS, SOFT PIPE 9 MIN. BENCHING (MAX. DEPTH FROM GROUND LEVEL TO SOFFIT OF PIPE 1.0m - 1.6m)
SPOTS AND DRAINAGE SUMPS 1g8 & gg(L)ow gggmm WASTE PIPE BY OTHERS
N mm EXPOSED PIPE TO BE PROTECTED
ST4 €20 ALL OTHER APPLICATIONS 750 & ABOVE 1100mm POLYPROPYLENE INSPECTION ARGHITECTS DIMENSION
CHAMBER DETlALS HEPWORTH INLET GULLY WITH
REMOVABLE TRAP REF. SDG¥% FLOOR FINISHES TO
BEDDED ON C20 CONCRETE ARCHITECTS DETAILS
ON 150mm
ﬁlENL(I;IégCgEEERSOTMREL\II\lﬁgEDKgLEJ'\LALAYRKTEODP Dgglsl_SE SE%IS Eéigll\,/\li % P02 21.10.2022 | RIBA STAGE 3 (SPATIAL COORDINATION) JJR JRS DJS
CURVED SQUARE 90" 70 BS (EN) 194:1994. 446mm x 443mm OVER GRATE. VARIES FOR LEVEL GL \ 7‘ "_LJ_Il P01 13.09.2022 | RIBA STAGE 3 (DEVELOPED DESIGN) JJIR JRS DJS
TUMBLING BAY  JUNCTION s COATED WITH NON TOXIC PAINT ACCESS. TYPICALLY 150 7 REV DATE DESCRIPTION BY | CHK | APP
MIN. 2 SHORT B — // =
ROCKER PIPES , //@ i DRAWING STATUS
] PRELIMINARY
E CLASS B ENGINEERING BRICKWORK MIN. 2
- 4 - / END OF PIPE TO PROJECT THROUGH
S Y- Jﬂ o\ V COURSES, MAX. 4 COURSES ON CLASS 1 MORTAR STRUCTURAL FLOOR FOR CONNECTION CLENT,
S j EXPANDING PIPE — L STOPPER AND CHAIN T0 ABOVE GROUND PIPEWORK BURY COUNCIL
STOPPER ATTACHED TO | 50mm POLYSTYRENE FLEXIBLE JOINT
T =7 CHAIN BOLTED TO WALL e g TO BE PROVIDED ON EVERY JOINT BACK INLET GULLY FOR WASTE PIPE ARCHITECT.
PIPES ENTERING MANHOLES SHALL sy S R oS > A CONCRETE POZZONI
HAVE A FLEXIBLE JOINT WITHIN 600mm P S
OF THE INSIDE FACE OF THE MANHOLE ., ~ . 995 BEND — SOlL OR WASTE ADAPTOR
TO 750mm LONG ROCKER PIPE. “ : '
P P.C. CONCRETE SECTIONS
‘ ) FEL , RADCLIFFE

,,,,,,,,,,,,,,,,,, CIVIC HUB

BACKDROP PIPE SET VERTICAL ; A e SR\ /)

GRADE C20 CONCRETE a c

150mm ¢ OUTLET BEAM + BLOCK FLOOR BEAM + BLOCK FLOOR

10 BE CAST INTEGRAL WTH |- GULLY VITRIFED CLAY OR — T BELOW GROUND DRAINAGE
M.H. SURROUND ﬁ ; PRECAST CONCRETE TO BS 5911 o T TR , | TYPICAL DRAINAGE DETAILS - SHEET 1 OF 2
GULLY GRATING AND FRAME TO BS EN 124 CLASS D (40 TONS) TELESCOPIC, MOVEMENT.
g\IOSCE}?gTP[I)TEETTHO HALF STATUS: PROJECT No. PROJECT _ [ORIGINATOR [VOL/SYS|LEVEL [TYPE [ROLE [DRAWING No.
. NOTES
SHORT RADIUS 90° BEND — CULLY FRAME 1. GULLY. GRATING AND FRAME TO COMPLY WITH BS EN 124 221-145 |RADHUB-AJP-ZZ-00 -DR- C - 0002

2. BACKFILL TO GULLY CONNECTIONS BELOW FORMATION IN

SIZE OF GULLY | MIN.WIDTH M\WA%Q A$F g'FNPREEJE CARRIAGEWAYS SHALL BE TYPE 1 SUB—-BASE MATERIAL. TELESCOPIC REST BEND SHORT LENGTHS OF PIPE AR o R S " sep 2022
A (mm) WHERE MECHANICAL COMPACTION IS IMPRACTICAL THE CODE SBRT LAD 10 STEEP GRIDENTS ------

SR ety [ | et | T ] S G Ao e e e IYPICAL TELESCOPIC REST BEND CONNECTION DETAL consulting engineers
TYPICAL VERTICAL BACKDROP DETAIL TYPICAL GULLY DETAIL (FOR_BULDINGS WITH FOUR_ OR_ MORE_ STOREYS) ] P) @@g o g
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GENERAL NOTES  1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE SHOWN  ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE SHOWN  2. ALL ADOPTABLE DRAINAGE SHALL BE CONSTRUCTED IN ACCORDANCE WITH 'SEWERS FOR ADOPTION' ALL ADOPTABLE DRAINAGE SHALL BE CONSTRUCTED IN ACCORDANCE WITH 'SEWERS FOR ADOPTION' 6TH EDITION 3. 4. 5. 6. 7. 8. 9. 10. 11. 3. ALL EXISTING INVERT LEVELS TO BE CHECKED BY THE CONTRACTOR AT THE START OF WORKS AND ALL EXISTING INVERT LEVELS TO BE CHECKED BY THE CONTRACTOR AT THE START OF WORKS AND ANY OTHER DISCREPENCIES NOTIFIED TO THE ENGINEER.  ALL LEVELS ARE BASED ON TOPOGRAPHICAL SURVEY INFORMATION PROVIDED BY OTHERS. 4. ALL MATERIALS TO BEAR THE RELEVANT B.S. KITEMARK AND COMPLY FULLY WITH THE ALL MATERIALS TO BEAR THE RELEVANT B.S. KITEMARK AND COMPLY FULLY WITH THE SPECIFICATIONS.  ALL CONCRETE & CONCRETE PRODUCTS MUST USE SULPHATE RESISTANT CEMENT (UNLESS THE SITE INVESTIGATION REPORT PROVES THAT SULPHATE ATTACK FROM SOILS AND GROUNDWATER WILL NOT OCCUR TO WITHSTAND A CLASS 3 CONDITION). 5. ALL OPENING NOTICES ETC. AS REQUIRED UNDER HIGHWAYS ACTS ETC. ARE TO BE OBTAINED PRIOR ALL OPENING NOTICES ETC. AS REQUIRED UNDER HIGHWAYS ACTS ETC. ARE TO BE OBTAINED PRIOR TO COMMENCEMENT OF WORKS.  ALL WORKS ARE TO BE INSPECTED BY L.A., NHBC OR UNITED UTILITIES AS APPLICABLE. 6. WHERE "ULTRA RIB" UPVC PIPES (OR SIMILAR APPROVED) ARE USED IN ADOPTABLE DRAINAGE THEY WHERE "ULTRA RIB" UPVC PIPES (OR SIMILAR APPROVED) ARE USED IN ADOPTABLE DRAINAGE THEY SHALL STILL BE HANDLED AND LAID IN ACCORDANCE WITH THE SPECIFICATION AND GUIDANCE ISSUED BY THE HIGH PERFORMANCE PIPE ASSOCIATION. A CLASS S BED AND SURROUND MUST BE USED FOR SUCH PIPES. 7. TRENCH BACKFILL IN HIGHWAYS / CAR PARKS TO WITHIN 1M OF HIGHWAY SHALL BE A SUITABLE TRENCH BACKFILL IN HIGHWAYS / CAR PARKS TO WITHIN 1M OF HIGHWAY SHALL BE A SUITABLE GRANULAR MATERIAL ALL IN ACCORDANCE WITH SEWERS FOR ADOPTION CL. 3.3.4. BACKFILL MATERIAL IN OTHER AREAS SHALL BE SELECTED EXCAVATED MATERIAL FREE FROM STONES LARGER THAN 40MM, LUMPS OF CLAY OVER 100MM, TIMBER, FROZEN MATERIAL OR VEGETABLE MATTER. 8. UPVC PIPES AND FITTINGS SHALL COMPLY WITH WIS 4-35-01. CLAY PIPES AND FITTINGS SHALL BE UPVC PIPES AND FITTINGS SHALL COMPLY WITH WIS 4-35-01. CLAY PIPES AND FITTINGS SHALL BE EXTRA STRENGTH TO BSEN 295 AND BS 65. CONCRETE PIPES AND FITTINGS SHALL COMPLY WITH BS 5911 , PIPES SHALL BE CLASS H. 9. A CLASS S BED MUST BE PROVIDED TO UPVC PIPES , A CLASS B BED MAY BE USED FOR V.C. A CLASS S BED MUST BE PROVIDED TO UPVC PIPES , A CLASS B BED MAY BE USED FOR V.C. AND CONCRETE PIPES. 10. INSPECTION CHAMBERS SHALL BE: INSPECTION CHAMBERS SHALL BE: TYPE A - 250mm  UPTO 0.6m DEEP (GARDEN DRIVE AREAS ONLY) TYPE B - 450mm  0.6 - 1.5m DEEP (GARDEN DRIVE AREAS ONLY) TYPE C - 1200mm  1.2 - 3m DEEP      TYPE D - 450mm  WITH 350mm CATCHPIT 11. BACKFILL TO DRAINAGE TRENCHES ABOVE PIPE BEDDING AND SURROUND WITHIN ROAD AND CAR BACKFILL TO DRAINAGE TRENCHES ABOVE PIPE BEDDING AND SURROUND WITHIN ROAD AND CAR PARK AREAS TO BE GRANULAR FILL COMPLYING WITH CLASS 6F2 OR DOT TYPE 1 OR QUARRY SCALPING GRADED FROM 75mm DOWN. 12. A CONCRETE SURROUND IS NOT NORMALLY REQUIRED TO MANHOLES UNLESS INSTALLED IN AREAS A CONCRETE SURROUND IS NOT NORMALLY REQUIRED TO MANHOLES UNLESS INSTALLED IN AREAS OF UNSTABLE GROUND. UNDER CONDITIONS OF FLOATATION OR WHERE SUBJECTED TO EXCEPTIONAL OR ECCENTRIC LOADS, IN WHICH CASE A 150mm SURROUND OF AT LEAST 20N/mm2 CONCRETE SHOULD BE PROVIDED.  ANY JOINTS SHOULD BE STAGGERED WITH THE PRECAST CONCRETE JOINTS.  13. DOUBLE STEPS SHALL BE PLASTIC ENCAPSULATED CARBON TO BS EN 1247-2 MANHOLE STEPS. DOUBLE STEPS SHALL BE PLASTIC ENCAPSULATED CARBON TO BS EN 1247-2 MANHOLE STEPS. STEP IRONS AT 300ctrs. HORIZONTALLY & VERTICALLY MAY BE USED AS AN ALTERNATIVE TO DOUBLE STEPS. 14. ALL WORK TO BE IN ACCORDANCE WITH "SEWERS FOR ADOPTION SIXTH EDITION" AND UNITED ALL WORK TO BE IN ACCORDANCE WITH "SEWERS FOR ADOPTION SIXTH EDITION" AND UNITED UTILITIES WATER PLC's STANDARD CONSTRUCTION DETAILS
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