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VOLUME: 81m?
DEPTH: 0.60m

ATTENUATION TANK TO BE DESIGNED TO STORE
WATER FROM STORMS ABOVE 1 IN 30 YEAR WATER
LEVEL, UP TO AND INCLUDING 1IN 100 YEAR EVENT
PLUS 45% CLIMATE CHANGE INCREASE.
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DESIGN NOTE

PLOT DRAINAGE TO BE CONSTRUCTED TO BUILDING REGULATIONS
DOCUMENT H. 100MM@ PIPES TO BE USED FOR PLOT DRAINAGE

UNLESS SPECIFIED OTHERWISE, AND PLOT MANHOLES TO BE
450MM@ IN NON-VEHICULAR AREAS AND 900MM@ IN VEHICULAR
AREAS - UNLESS SPECIFIED OTHERWISE.

PLOT DRAINAGE SHOWN INDICATIVELY, TO BE ENHANCED AT
DETAILED DESIGN STAGE WITH ACCURATE POP UP/ RWP POSITIONS
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ALL COVER & INVERT LEVEL INFORMATION HAS BEEN TAKEN

FROM AVAILABLE TOPOGRAPHICAL SURVEY DATA OR
UNITED UTILITIES AND CCTV REPORT. EXISTING PUBLIC
WATER SEWERS ARE TO BE ABOVE GROUND PROBED,

ROUTED AND INTERNALLY SURVEYED WITH ALL
INFORMATION PASSED TO CARLEY DAINES AND PARTNERS
FOR‘REVIEW PRIOR TO COMMENCEMENT ON SITE
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DESIGN NOTE

ALL EXISTING COVER, INVERT AND MANHOLE
LOCATIONS TO BE ASCERTAINED BEFORE
CONNECTION POINTS ARE FINALIZED. SITE ENGINEER

TO REPORT BACK WITH DRAINAGE LEVELS.
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DESIGN NOTE

EXACT RWP LOCATION AND FOUL POP UP
POSITIONS TO BE CONFIRMED AT LATER STAGE.
CONNECTION TO PROPOSED NEW DRAINAGE VIA

©73.722

JUNCTION CONNECTIONS DIRECT FROM OUTLET.

DESIGN NOTE

SECTION 106 APPLICATION TO BE IN PLACE
WITH UNITED UTILITIES BEFORE CONNECTION IS
MADE TO THE PUBLIC SEWER SYSTEM
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PROPOSAL TO DISCHARGE INTO EXISTING 900mm X
1400mm COMBINED SEWER IN SITE BOUNDARY.

INVERT LEVEL AS SURVEYED BY KAM DRAINAGE ON
06/02/2025. NEW CONNECTION TO BE SOFFIT TO SOFFIT
TO EXISTING SEWER, THUS NEW 300mm@ IL AT 68.095m.
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17. ANY SEWER WITH LESS THAN 1.2M COVER IN ROADS OR 0.9M COVER IN FIELDS SHALL HAVE A
MINIMUM OF 150MM ST4 CONCRETE SURROUND. FLEXIBILITY SHALL BE MAINTAINED BY THE

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT ANY EXISTING INVERT LEVELS
INDICATED ON DRAWINGS ARE CORRECT BEFORE THE WORKS ARE COMMENCED.

ALL CONNECTIONS TO ADOPTABLE SEWERS SHALL BE MANUFACTURED JUNCTION PIPES.
SADDLE CONNECTIONS WILL NOT BE PERMITTED, UNLESS SPECIFIED.

ALL SEWERS FOR ADOPTION WITH GREATER THAN 1.20M COVER IN ROADS OR 0.9M
COVER IN FIELDS SHALL HAVE CLASS S GRANULAR BED AND SURROUND.

OVISION OF FLEXCELL OR SIMILAR APPROVED JOINT FILLER BREAKS IN THE CONCRETE SURROUND
EACH PIPE JOINT.

IT IS THE RESPONSIBILITY FOR THE CONTRACTOR TO CHECK ALL ONSITE EXISTING
GROUND LEVELS PRIOR TO COMMENCING AND IF THERE ARE ANY DISCREPANCIES

THE CONTRACTOR MUST REPORT TO THE ENGINEER IMMEDIATELY

CONTRACTOR TO CONFIRM THE COVER LEVEL, INVERT LEVEL & MANHOLE SIZE FOR THE
EXISTING MANHOLE PRIOR TO CONTRACT START DATE.
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